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WHO WE ARE

Our company was founded in 1974.
It is located in the Industrial Area of   Thessaloniki in 3 privately owned 
factories with a total area of   4400 sq.m.

With the success of Atlalux and Tsiolakis Line & Light, we developed 
many different lighting products, won design awards and gained a sig-
nificant market share in linear fluorescent lighting and house lighting. 
We were the first in the Greek market to produce and offer an elec-
tronic ballast, which reduced energy consumption and improved the 
reliability of lighting.

In the 1990s, we expanded our activities by providing services and 
products to gas stations. We have completed the project of upgrad-
ing the facilities of ΕΚΟ in the region of Northern Greece. At the same 
time, we produced canopy floodlights, which became a standard in the 
market.
At the beginning of 2000, we also added the construction sector, tak-
ing care of the design and construction of industrial, office and special 
buildings.

At the beginning of 2010, we were awarded the contract for the reno-
vation of all SHELL stations in Greece, and as part of this project, we 
manufactured and installed signs with LED technology.

The continuous contact with the users of the facilities constructed and 
the products manufactured by our company, the knowledge of the 
needs and specificities of businesses and individuals, as well as the 
promotion of energy efficiency as a major goal of nowadays, gave birth 
to Τechlumen© 

Techlumen© are LED lights that offer excellent performance, low en-
ergy consumption and remarkable quality.
We started producing them in 2011, when LED technology had already 
begun to improve, offering performance and reliability.

In the field of lighting, the technology that provides the greatest energy 
savings is LED. But not all LED lights are the same.
But not all the LED lights are the same. In the market there are plenty 
of low cost LED lights claiming features that fail to deliver. Also, others 
offer excellent features with really high cost. Τechlumen© aim to cover 
the gap between these two cases
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Key Characteristics

Higher efficiency lm/W

LED core is working in lower tempera-
tures <85 Co

LED chips have been tested for  LM80 
> 100.000h

High variety of optics, providing adapt-
ability in different lighting scenarios.
Selection of coatings from a variaty of 
100s of colours

5 - 8  years of warranty

LED chips with MacAdam 3 

Specially designed cooling system
for greater performance and lifetime

Using high quality electronics,
absence of flickering

environmentally friendly,

Rohs & REACH compliance 

Safe to operate, compliance with Euro-
pean standards.

TECHLUMEN are produced in Greece

Each product produced has a unique 
serial code, tested quality and guaran-
tee of trouble-free operation over time

WHAT MAKES US DIFFERENT

TECHNICAL DETAILS
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Our company was founded in 1974. Main object was the electromechanical installations 
and the production of home, commercial and industrial luminaires.

Founded 1974 

Production of industrial electric 
switchboards and bridge cranes 
under the brand name “ATLAS”

1984
Production  of aluminium 
& crystal lighting fixtures 

1988 
Production of the first electronic 
ballast for the greek market

1989 
Production of floorstanding lumi-
naries under the brand  “Tsiolakis 
Line & Light“

1990
Awarded with the EOMMEX dis-
tinction award for the Tsioline floor 
standing fixture at the HANNOVER 
MESSE

1978 
Production of household electric 
switchboards

1980
 Production of linear fluorescent 
lighting fixtures under the brand of 
ATLALUX
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1992
Production of canopy fixtures for 
gas stations

2009
Production of gas station price-
signs with LED illumination

2011 
Birth of TECHLUMEN LED Lighting 

2012
Production of LED downlight, High 
Bay, canopy, street and floodlight 
led fixtures

2013 
Production of 60x60 recessed led 
lights

2014
Production of fishing 
LED lights

2015
Production of linear 
LED lights

2016
Production of autonomous 
LED street lights

2017
Production of LED fixtures that 
reached 200lm/W final output

2018 
Production of horticulture LED 
lights

2019
Production of food specific 
spectrum linear LED lights

2021
Production of LED lights with 
3d printed parts
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Human Centric Lighting

Almost any TECHLUMEN product can 
optionally be equipped with Thrive LEDs 
that resemble natural light.

The changing spectral power distribution of sunlight at various 
times of day and weather conditions.

Thrive technology
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HUMAN CENTRIC LIGHTING

Tunable white

 Tunable white function allows TECHLUMEN LED luminaires to adjust the 
color temperature of white light at will to any value between 2700K (warm white) 
and 6500K (cold white).

 Employees often spend many hours in their work environment with lim-
ited access to natural light. Thus, artificial lighting is the most important factor 
for visual comfort and at the same time is the main source of information for the 
synchronization of circadian rhythm and affects the emotional and cognitive state 
of employees.

 The properties of natural light such as intensity and temperature serve 
for the body as a reference for the secretion of cortisol, serotonin and melatonin. 
These hormones are involved in regulating the sleep-wake cycle, the 24-hour pat-
tern consisting of approximately 8 hours of sleep and 16 hours of wakefulness. 
The healthy function of this cycle is essential for the prevention of physical and 
psychological health problems such as fatigue and depression.

 With the right color temperature and the right light intensity, it is possible 
to feel comfortable despite artificial lighting, whether you work in an office, study 
at university or recover in hospital. The “Tunable CCT” solution simulates natural 
daylight, is constantly adjusted over time and can be adapted to personal re-
quirements, for example, improving patient well-being in healthcare facilities and 
speeding up the recovery process. Offices also benefit from this lighting system, 
as they are able to focus for a longer period of time and be more productive.

 CCT can be adjusted to any value. This is especially useful in the retail 
sector, as it allows the presentation of the goods in the most appropriate way. The 
system can also be dimmed between 100% and 15% without changing the color 
temperature.
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Colors

101 CHROME NICKEL 102  9006/MR 103  9005/PM 2525  ANODIC BRONZE 501 BLACK 502  GREY

503  GREYBLUE 504  BLUE 505 GREEN 507  SILVER 509  MIRAGE 510  SKY

511 BREEZE 512  OASIS 513  FLAME 514  SAND 515 PALM 516  JADE

517  DUNE 518  HAVEN 519 NOMAD 520  NIGHT 521  CARAVAN 522  SHADE

523 RUST 601  METEORA 602  AZTEC 603  NUBIA 605 ATLAS 607  MANHATTAN

The PRISMA special finishes collection are especially designed to cover the contempo-
rary architectural needs for innovation and aesthetic results of high standards. 

The collection consists 48 unique color shades on matt and fine-textured metallic surfaces, with 
excellent mechanical properties and premium outdoor durability, approved according to Qualicoat 
Class 2 and are at least three times more weather resistant than Class 1.

PRISMA Collection
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608  AEGEAN 610  RIO 611 MAUI 702  DELOS703  PALMYRA 801  CORSICA

802 CASSIS 804  ALICANTE 805  VALENCIA 806  ANTIBES 807 NICE 808  ROSETTA

809  TRIESTE 810  THERA 811 ANDROS 812  AMALFI 814  HYDRA 815  CRETE

AMMOS Collection

The RAL shades of Ammos collection with fine texture finish, combine excellent behaviour in 
outdoor conditions with high mechanical properties and outstanding appearance. The very high 
intensity of solar UV radiation in the Mediterranean Region, inspired us to design the new collec-
tion, in order to meet the contemporary architectural needs for superior aesthetic results and high 
standards. The color shades are at least three times more resistant than RAL Gloss and RAL Mat 
and are approved according to Qualicoat, class2.
Ammos RAL shades collection:
RAL 1013
RAL 1015
RAL 1019
RAL 3005
RAL 5003

RAL 7015
RAL 7016
RAL 7021
RAL 7022
RAL 7024

RAL 7030 
RAL 7034
RAL 7035
RAL 7038
RAL 7039

RAL 7040
RAL 7047
RAL 8003
RAL 8011
RAL 8014

RAL 5010
RAL 6005
RAL 6009
RAL 7006
RAL 7012

RAL 8017
RAL 9005
RAL 9010
RAL 9016

1036 PEARL GOLD
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RAL pallete available in Class 1, mat or glossy finish.

RAL Colors

RAL Number Name Color Sample
RAL 1000 Green beige
RAL 1001 Beige
RAL 1002 Sand yellow
RAL 1003 Signal yellow
RAL 1004 Golden yellow
RAL 1005 Honey yellow
RAL 1006 Maize yellow
RAL 1007 Daffodil yellow
RAL 1011 Brown beige
RAL 1012 Lemon yellow
RAL 1013 Oyster white
RAL 1014 Ivory
RAL 1015 Light ivory
RAL 1016 Sulfur yellow
RAL 1017 Saffron yellow
RAL 1018 Zinc yellow
RAL 1019 Grey beige
RAL 1020 Olive yellow
RAL 1021 Rape yellow
RAL 1023 Traffic yellow
RAL 1024 Ochre yellow
RAL 1027 Curry
RAL 1028 Melon yellow
RAL 1032 Broom yellow
RAL 1033 Dahlia yellow
RAL 1034 Pastel yellow
RAL 1037 Sun yellow
RAL 2000 Yellow orange
RAL 2001 Red orange
RAL 2002 Vermilion
RAL 2003 Pastel orange
RAL 2004 Pure orange
RAL 2008 Bright red orange
RAL 2009 Traffic orange
RAL 2010 Signal orange
RAL 2011 Deep orange
RAL 2012 Salmon orange
RAL 3000 Flame red
RAL 3001 Signal red
RAL 3002 Carmine red
RAL 3003 Ruby red
RAL 3004 Purple red
RAL 3005 Wine red
RAL 3007 Black red
RAL 3009 Oxide red
RAL 3011 Brown red
RAL 3012 Beige red
RAL 3013 Tomato red
RAL 3014 Antique pink
RAL 3015 Light pink
RAL 3016 Coral red
RAL 3017 Rose
RAL 3018 Strawberry red
RAL 3020 Traffic red
RAL 3022 Salmon pink
RAL 3027 Raspberry red
RAL 3031 Orient red
RAL 4001 Red lilac
RAL 4002 Red violet
RAL 4003 Heather violet
RAL 4004 Claret violet
RAL 4005 Blue lilac
RAL 4006 Traffic purple
RAL 4007 Purple violet
RAL 4008 Signal violet
RAL 4009 Pastel violet
RAL 4010 Telemagenta
RAL 5000 Violet blue
RAL 5001 Green blue
RAL 5002 Ultramarine blue
RAL 5003 Sapphire blue
RAL 5004 Black blue
RAL 5005 Signal blue
RAL 5007 Brilliant blue
RAL 5008 Grey blue
RAL 5009 Azure blue
RAL 5010 Gentian blue
RAL 5011 Steel blue
RAL 5012 Light blue
RAL 5013 Cobalt blue
RAL 5014 Pigeon blue
RAL 5015 Sky blue
RAL 5017 Traffic blue
RAL 5018 Turquoise blue
RAL 5019 Capri blue
RAL 5020 Ocean blue
RAL 5021 Water blue
RAL 5022 Night blue
RAL 5023 Distant blue
RAL 5024 Pastel blue
RAL 6000 Patina green
RAL 6001 Emerald green
RAL 6002 Leaf green
RAL 6003 Olive green
RAL 6004 Blue green
RAL 6005 Moss green
RAL 6006 Grey olive
RAL 6007 Bottle green
RAL 6008 Brown green
RAL 6009 Fir green
RAL 6010 Grass green
RAL 6011 Reseda green
RAL 6012 Black green
RAL 6013 Reed green
RAL 6014 Yellow olive
RAL 6015 Black olive
RAL 6016 Turquoise green
RAL 6017 May green
RAL 6018 Yellow green
RAL 6019 Pastel green
RAL 6020 Chrome green
RAL 6021 Pale green
RAL 6022 Olive drab
RAL 6024 Traffic green
RAL 6025 Fern green
RAL 6026 Opal green
RAL 6027 Light green
RAL 6028 Pine green
RAL 6029 Mint green
RAL 6032 Signal green
RAL 6033 Mint turquoise
RAL 6034 Pastel turquoise
RAL 7000 Squirrel grey
RAL 7001 Silver grey
RAL 7002 Olive grey
RAL 7003 Moss grey
RAL 7004 Signal grey
RAL 7005 Mouse grey
RAL 7006 Beige grey
RAL 7008 Khaki grey
RAL 7009 Green grey
RAL 7010 Tarpaulin grey
RAL 7011 Iron grey
RAL 7012 Basalt grey
RAL 7013 Brown grey
RAL 7015 Slate grey
RAL 7016 Anthracite grey
RAL 7021 Black grey
RAL 7022 Umbra grey
RAL 7023 Concrete grey
RAL 7024 Graphite grey
RAL 7026 Granite grey
RAL 7030 Stone grey
RAL 7031 Blue grey
RAL 7032 Pebble grey
RAL 7033 Cement grey
RAL 7034 Yellow grey
RAL 7035 Light grey
RAL 7036 Platinum grey
RAL 7037 Dusty grey
RAL 7038 Agate grey
RAL 7039 Quartz grey
RAL 7040 Window grey
RAL 7042 Traffic grey A
RAL 7043 Traffic grey B
RAL 7044 Silk grey
RAL 7045 Telegrey 1
RAL 7046 Telegrey 2
RAL 7047 Telegrey 4
RAL 8000 Green brown
RAL 8001 Ochre brown
RAL 8002 Signal brown
RAL 8003 Clay brown
RAL 8004 Copper brown
RAL 8007 Fawn brown
RAL 8008 Olive brown
RAL 8011 Nut brown
RAL 8012 Red brown
RAL 8014 Sepia brown
RAL 8015 Chestnut brown
RAL 8016 Mahogany brown
RAL 8017 Chocolate brown
RAL 8019 Grey brown
RAL 8022 Black brown
RAL 8023 Orange brown
RAL 8024 Beige brown
RAL 8025 Pale brown
RAL 8028 Terra brown
RAL 9001 Cream
RAL 9002 Grey white
RAL 9003 Signal white
RAL 9004 Signal black
RAL 9005 Jet black
RAL 9010 Pure white
RAL 9011 Graphite black
RAL 9016 Traffic white
RAL 9017 Traffic black
RAL 9018 Papyrus white

+Ammos

+Ammos

+Ammos
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RAL Number Name Color Sample
RAL 1000 Green beige
RAL 1001 Beige
RAL 1002 Sand yellow
RAL 1003 Signal yellow
RAL 1004 Golden yellow
RAL 1005 Honey yellow
RAL 1006 Maize yellow
RAL 1007 Daffodil yellow
RAL 1011 Brown beige
RAL 1012 Lemon yellow
RAL 1013 Oyster white
RAL 1014 Ivory
RAL 1015 Light ivory
RAL 1016 Sulfur yellow
RAL 1017 Saffron yellow
RAL 1018 Zinc yellow
RAL 1019 Grey beige
RAL 1020 Olive yellow
RAL 1021 Rape yellow
RAL 1023 Traffic yellow
RAL 1024 Ochre yellow
RAL 1027 Curry
RAL 1028 Melon yellow
RAL 1032 Broom yellow
RAL 1033 Dahlia yellow
RAL 1034 Pastel yellow
RAL 1037 Sun yellow
RAL 2000 Yellow orange
RAL 2001 Red orange
RAL 2002 Vermilion
RAL 2003 Pastel orange
RAL 2004 Pure orange
RAL 2008 Bright red orange
RAL 2009 Traffic orange
RAL 2010 Signal orange
RAL 2011 Deep orange
RAL 2012 Salmon orange
RAL 3000 Flame red
RAL 3001 Signal red
RAL 3002 Carmine red
RAL 3003 Ruby red
RAL 3004 Purple red
RAL 3005 Wine red
RAL 3007 Black red
RAL 3009 Oxide red
RAL 3011 Brown red
RAL 3012 Beige red
RAL 3013 Tomato red
RAL 3014 Antique pink
RAL 3015 Light pink
RAL 3016 Coral red
RAL 3017 Rose
RAL 3018 Strawberry red
RAL 3020 Traffic red
RAL 3022 Salmon pink
RAL 3027 Raspberry red
RAL 3031 Orient red
RAL 4001 Red lilac
RAL 4002 Red violet
RAL 4003 Heather violet
RAL 4004 Claret violet
RAL 4005 Blue lilac
RAL 4006 Traffic purple
RAL 4007 Purple violet
RAL 4008 Signal violet
RAL 4009 Pastel violet
RAL 4010 Telemagenta
RAL 5000 Violet blue
RAL 5001 Green blue
RAL 5002 Ultramarine blue
RAL 5003 Sapphire blue
RAL 5004 Black blue
RAL 5005 Signal blue
RAL 5007 Brilliant blue
RAL 5008 Grey blue
RAL 5009 Azure blue
RAL 5010 Gentian blue
RAL 5011 Steel blue
RAL 5012 Light blue
RAL 5013 Cobalt blue
RAL 5014 Pigeon blue
RAL 5015 Sky blue
RAL 5017 Traffic blue
RAL 5018 Turquoise blue
RAL 5019 Capri blue
RAL 5020 Ocean blue
RAL 5021 Water blue
RAL 5022 Night blue
RAL 5023 Distant blue
RAL 5024 Pastel blue
RAL 6000 Patina green
RAL 6001 Emerald green
RAL 6002 Leaf green
RAL 6003 Olive green
RAL 6004 Blue green
RAL 6005 Moss green
RAL 6006 Grey olive
RAL 6007 Bottle green
RAL 6008 Brown green
RAL 6009 Fir green
RAL 6010 Grass green
RAL 6011 Reseda green
RAL 6012 Black green
RAL 6013 Reed green
RAL 6014 Yellow olive
RAL 6015 Black olive
RAL 6016 Turquoise green
RAL 6017 May green
RAL 6018 Yellow green
RAL 6019 Pastel green
RAL 6020 Chrome green
RAL 6021 Pale green
RAL 6022 Olive drab
RAL 6024 Traffic green
RAL 6025 Fern green
RAL 6026 Opal green
RAL 6027 Light green
RAL 6028 Pine green
RAL 6029 Mint green
RAL 6032 Signal green
RAL 6033 Mint turquoise
RAL 6034 Pastel turquoise
RAL 7000 Squirrel grey
RAL 7001 Silver grey
RAL 7002 Olive grey
RAL 7003 Moss grey
RAL 7004 Signal grey
RAL 7005 Mouse grey
RAL 7006 Beige grey
RAL 7008 Khaki grey
RAL 7009 Green grey
RAL 7010 Tarpaulin grey
RAL 7011 Iron grey
RAL 7012 Basalt grey
RAL 7013 Brown grey
RAL 7015 Slate grey
RAL 7016 Anthracite grey
RAL 7021 Black grey
RAL 7022 Umbra grey
RAL 7023 Concrete grey
RAL 7024 Graphite grey
RAL 7026 Granite grey
RAL 7030 Stone grey
RAL 7031 Blue grey
RAL 7032 Pebble grey
RAL 7033 Cement grey
RAL 7034 Yellow grey
RAL 7035 Light grey
RAL 7036 Platinum grey
RAL 7037 Dusty grey
RAL 7038 Agate grey
RAL 7039 Quartz grey
RAL 7040 Window grey
RAL 7042 Traffic grey A
RAL 7043 Traffic grey B
RAL 7044 Silk grey
RAL 7045 Telegrey 1
RAL 7046 Telegrey 2
RAL 7047 Telegrey 4
RAL 8000 Green brown
RAL 8001 Ochre brown
RAL 8002 Signal brown
RAL 8003 Clay brown
RAL 8004 Copper brown
RAL 8007 Fawn brown
RAL 8008 Olive brown
RAL 8011 Nut brown
RAL 8012 Red brown
RAL 8014 Sepia brown
RAL 8015 Chestnut brown
RAL 8016 Mahogany brown
RAL 8017 Chocolate brown
RAL 8019 Grey brown
RAL 8022 Black brown
RAL 8023 Orange brown
RAL 8024 Beige brown
RAL 8025 Pale brown
RAL 8028 Terra brown
RAL 9001 Cream
RAL 9002 Grey white
RAL 9003 Signal white
RAL 9004 Signal black
RAL 9005 Jet black
RAL 9010 Pure white
RAL 9011 Graphite black
RAL 9016 Traffic white
RAL 9017 Traffic black
RAL 9018 Papyrus white

+Ammos

+Ammos

+Ammos
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RAL Number Name Color Sample
RAL 1000 Green beige
RAL 1001 Beige
RAL 1002 Sand yellow
RAL 1003 Signal yellow
RAL 1004 Golden yellow
RAL 1005 Honey yellow
RAL 1006 Maize yellow
RAL 1007 Daffodil yellow
RAL 1011 Brown beige
RAL 1012 Lemon yellow
RAL 1013 Oyster white
RAL 1014 Ivory
RAL 1015 Light ivory
RAL 1016 Sulfur yellow
RAL 1017 Saffron yellow
RAL 1018 Zinc yellow
RAL 1019 Grey beige
RAL 1020 Olive yellow
RAL 1021 Rape yellow
RAL 1023 Traffic yellow
RAL 1024 Ochre yellow
RAL 1027 Curry
RAL 1028 Melon yellow
RAL 1032 Broom yellow
RAL 1033 Dahlia yellow
RAL 1034 Pastel yellow
RAL 1037 Sun yellow
RAL 2000 Yellow orange
RAL 2001 Red orange
RAL 2002 Vermilion
RAL 2003 Pastel orange
RAL 2004 Pure orange
RAL 2008 Bright red orange
RAL 2009 Traffic orange
RAL 2010 Signal orange
RAL 2011 Deep orange
RAL 2012 Salmon orange
RAL 3000 Flame red
RAL 3001 Signal red
RAL 3002 Carmine red
RAL 3003 Ruby red
RAL 3004 Purple red
RAL 3005 Wine red
RAL 3007 Black red
RAL 3009 Oxide red
RAL 3011 Brown red
RAL 3012 Beige red
RAL 3013 Tomato red
RAL 3014 Antique pink
RAL 3015 Light pink
RAL 3016 Coral red
RAL 3017 Rose
RAL 3018 Strawberry red
RAL 3020 Traffic red
RAL 3022 Salmon pink
RAL 3027 Raspberry red
RAL 3031 Orient red
RAL 4001 Red lilac
RAL 4002 Red violet
RAL 4003 Heather violet
RAL 4004 Claret violet
RAL 4005 Blue lilac
RAL 4006 Traffic purple
RAL 4007 Purple violet
RAL 4008 Signal violet
RAL 4009 Pastel violet
RAL 4010 Telemagenta
RAL 5000 Violet blue
RAL 5001 Green blue
RAL 5002 Ultramarine blue
RAL 5003 Sapphire blue
RAL 5004 Black blue
RAL 5005 Signal blue
RAL 5007 Brilliant blue
RAL 5008 Grey blue
RAL 5009 Azure blue
RAL 5010 Gentian blue
RAL 5011 Steel blue
RAL 5012 Light blue
RAL 5013 Cobalt blue
RAL 5014 Pigeon blue
RAL 5015 Sky blue
RAL 5017 Traffic blue
RAL 5018 Turquoise blue
RAL 5019 Capri blue
RAL 5020 Ocean blue
RAL 5021 Water blue
RAL 5022 Night blue
RAL 5023 Distant blue
RAL 5024 Pastel blue
RAL 6000 Patina green
RAL 6001 Emerald green
RAL 6002 Leaf green
RAL 6003 Olive green
RAL 6004 Blue green
RAL 6005 Moss green
RAL 6006 Grey olive
RAL 6007 Bottle green
RAL 6008 Brown green
RAL 6009 Fir green
RAL 6010 Grass green
RAL 6011 Reseda green
RAL 6012 Black green
RAL 6013 Reed green
RAL 6014 Yellow olive
RAL 6015 Black olive
RAL 6016 Turquoise green
RAL 6017 May green
RAL 6018 Yellow green
RAL 6019 Pastel green
RAL 6020 Chrome green
RAL 6021 Pale green
RAL 6022 Olive drab
RAL 6024 Traffic green
RAL 6025 Fern green
RAL 6026 Opal green
RAL 6027 Light green
RAL 6028 Pine green
RAL 6029 Mint green
RAL 6032 Signal green
RAL 6033 Mint turquoise
RAL 6034 Pastel turquoise
RAL 7000 Squirrel grey
RAL 7001 Silver grey
RAL 7002 Olive grey
RAL 7003 Moss grey
RAL 7004 Signal grey
RAL 7005 Mouse grey
RAL 7006 Beige grey
RAL 7008 Khaki grey
RAL 7009 Green grey
RAL 7010 Tarpaulin grey
RAL 7011 Iron grey
RAL 7012 Basalt grey
RAL 7013 Brown grey
RAL 7015 Slate grey
RAL 7016 Anthracite grey
RAL 7021 Black grey
RAL 7022 Umbra grey
RAL 7023 Concrete grey
RAL 7024 Graphite grey
RAL 7026 Granite grey
RAL 7030 Stone grey
RAL 7031 Blue grey
RAL 7032 Pebble grey
RAL 7033 Cement grey
RAL 7034 Yellow grey
RAL 7035 Light grey
RAL 7036 Platinum grey
RAL 7037 Dusty grey
RAL 7038 Agate grey
RAL 7039 Quartz grey
RAL 7040 Window grey
RAL 7042 Traffic grey A
RAL 7043 Traffic grey B
RAL 7044 Silk grey
RAL 7045 Telegrey 1
RAL 7046 Telegrey 2
RAL 7047 Telegrey 4
RAL 8000 Green brown
RAL 8001 Ochre brown
RAL 8002 Signal brown
RAL 8003 Clay brown
RAL 8004 Copper brown
RAL 8007 Fawn brown
RAL 8008 Olive brown
RAL 8011 Nut brown
RAL 8012 Red brown
RAL 8014 Sepia brown
RAL 8015 Chestnut brown
RAL 8016 Mahogany brown
RAL 8017 Chocolate brown
RAL 8019 Grey brown
RAL 8022 Black brown
RAL 8023 Orange brown
RAL 8024 Beige brown
RAL 8025 Pale brown
RAL 8028 Terra brown
RAL 9001 Cream
RAL 9002 Grey white
RAL 9003 Signal white
RAL 9004 Signal black
RAL 9005 Jet black
RAL 9010 Pure white
RAL 9011 Graphite black
RAL 9016 Traffic white
RAL 9017 Traffic black
RAL 9018 Papyrus white

+Ammos

+Ammos

+Ammos

+Ammos

+Ammos
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RAL Number Name Color Sample
RAL 1000 Green beige
RAL 1001 Beige
RAL 1002 Sand yellow
RAL 1003 Signal yellow
RAL 1004 Golden yellow
RAL 1005 Honey yellow
RAL 1006 Maize yellow
RAL 1007 Daffodil yellow
RAL 1011 Brown beige
RAL 1012 Lemon yellow
RAL 1013 Oyster white
RAL 1014 Ivory
RAL 1015 Light ivory
RAL 1016 Sulfur yellow
RAL 1017 Saffron yellow
RAL 1018 Zinc yellow
RAL 1019 Grey beige
RAL 1020 Olive yellow
RAL 1021 Rape yellow
RAL 1023 Traffic yellow
RAL 1024 Ochre yellow
RAL 1027 Curry
RAL 1028 Melon yellow
RAL 1032 Broom yellow
RAL 1033 Dahlia yellow
RAL 1034 Pastel yellow
RAL 1037 Sun yellow
RAL 2000 Yellow orange
RAL 2001 Red orange
RAL 2002 Vermilion
RAL 2003 Pastel orange
RAL 2004 Pure orange
RAL 2008 Bright red orange
RAL 2009 Traffic orange
RAL 2010 Signal orange
RAL 2011 Deep orange
RAL 2012 Salmon orange
RAL 3000 Flame red
RAL 3001 Signal red
RAL 3002 Carmine red
RAL 3003 Ruby red
RAL 3004 Purple red
RAL 3005 Wine red
RAL 3007 Black red
RAL 3009 Oxide red
RAL 3011 Brown red
RAL 3012 Beige red
RAL 3013 Tomato red
RAL 3014 Antique pink
RAL 3015 Light pink
RAL 3016 Coral red
RAL 3017 Rose
RAL 3018 Strawberry red
RAL 3020 Traffic red
RAL 3022 Salmon pink
RAL 3027 Raspberry red
RAL 3031 Orient red
RAL 4001 Red lilac
RAL 4002 Red violet
RAL 4003 Heather violet
RAL 4004 Claret violet
RAL 4005 Blue lilac
RAL 4006 Traffic purple
RAL 4007 Purple violet
RAL 4008 Signal violet
RAL 4009 Pastel violet
RAL 4010 Telemagenta
RAL 5000 Violet blue
RAL 5001 Green blue
RAL 5002 Ultramarine blue
RAL 5003 Sapphire blue
RAL 5004 Black blue
RAL 5005 Signal blue
RAL 5007 Brilliant blue
RAL 5008 Grey blue
RAL 5009 Azure blue
RAL 5010 Gentian blue
RAL 5011 Steel blue
RAL 5012 Light blue
RAL 5013 Cobalt blue
RAL 5014 Pigeon blue
RAL 5015 Sky blue
RAL 5017 Traffic blue
RAL 5018 Turquoise blue
RAL 5019 Capri blue
RAL 5020 Ocean blue
RAL 5021 Water blue
RAL 5022 Night blue
RAL 5023 Distant blue
RAL 5024 Pastel blue
RAL 6000 Patina green
RAL 6001 Emerald green
RAL 6002 Leaf green
RAL 6003 Olive green
RAL 6004 Blue green
RAL 6005 Moss green
RAL 6006 Grey olive
RAL 6007 Bottle green
RAL 6008 Brown green
RAL 6009 Fir green
RAL 6010 Grass green
RAL 6011 Reseda green
RAL 6012 Black green
RAL 6013 Reed green
RAL 6014 Yellow olive
RAL 6015 Black olive
RAL 6016 Turquoise green
RAL 6017 May green
RAL 6018 Yellow green
RAL 6019 Pastel green
RAL 6020 Chrome green
RAL 6021 Pale green
RAL 6022 Olive drab
RAL 6024 Traffic green
RAL 6025 Fern green
RAL 6026 Opal green
RAL 6027 Light green
RAL 6028 Pine green
RAL 6029 Mint green
RAL 6032 Signal green
RAL 6033 Mint turquoise
RAL 6034 Pastel turquoise
RAL 7000 Squirrel grey
RAL 7001 Silver grey
RAL 7002 Olive grey
RAL 7003 Moss grey
RAL 7004 Signal grey
RAL 7005 Mouse grey
RAL 7006 Beige grey
RAL 7008 Khaki grey
RAL 7009 Green grey
RAL 7010 Tarpaulin grey
RAL 7011 Iron grey
RAL 7012 Basalt grey
RAL 7013 Brown grey
RAL 7015 Slate grey
RAL 7016 Anthracite grey
RAL 7021 Black grey
RAL 7022 Umbra grey
RAL 7023 Concrete grey
RAL 7024 Graphite grey
RAL 7026 Granite grey
RAL 7030 Stone grey
RAL 7031 Blue grey
RAL 7032 Pebble grey
RAL 7033 Cement grey
RAL 7034 Yellow grey
RAL 7035 Light grey
RAL 7036 Platinum grey
RAL 7037 Dusty grey
RAL 7038 Agate grey
RAL 7039 Quartz grey
RAL 7040 Window grey
RAL 7042 Traffic grey A
RAL 7043 Traffic grey B
RAL 7044 Silk grey
RAL 7045 Telegrey 1
RAL 7046 Telegrey 2
RAL 7047 Telegrey 4
RAL 8000 Green brown
RAL 8001 Ochre brown
RAL 8002 Signal brown
RAL 8003 Clay brown
RAL 8004 Copper brown
RAL 8007 Fawn brown
RAL 8008 Olive brown
RAL 8011 Nut brown
RAL 8012 Red brown
RAL 8014 Sepia brown
RAL 8015 Chestnut brown
RAL 8016 Mahogany brown
RAL 8017 Chocolate brown
RAL 8019 Grey brown
RAL 8022 Black brown
RAL 8023 Orange brown
RAL 8024 Beige brown
RAL 8025 Pale brown
RAL 8028 Terra brown
RAL 9001 Cream
RAL 9002 Grey white
RAL 9003 Signal white
RAL 9004 Signal black
RAL 9005 Jet black
RAL 9010 Pure white
RAL 9011 Graphite black
RAL 9016 Traffic white
RAL 9017 Traffic black
RAL 9018 Papyrus white

+Ammos
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+Ammos

+Ammos

+Ammos

+Ammos

+Ammos

+Ammos

+Ammos

+Ammos

+Ammos

+Ammos

+Ammos

+Ammos

+Ammos

+Ammos

+Ammos
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RAL Number Name Color Sample
RAL 1000 Green beige
RAL 1001 Beige
RAL 1002 Sand yellow
RAL 1003 Signal yellow
RAL 1004 Golden yellow
RAL 1005 Honey yellow
RAL 1006 Maize yellow
RAL 1007 Daffodil yellow
RAL 1011 Brown beige
RAL 1012 Lemon yellow
RAL 1013 Oyster white
RAL 1014 Ivory
RAL 1015 Light ivory
RAL 1016 Sulfur yellow
RAL 1017 Saffron yellow
RAL 1018 Zinc yellow
RAL 1019 Grey beige
RAL 1020 Olive yellow
RAL 1021 Rape yellow
RAL 1023 Traffic yellow
RAL 1024 Ochre yellow
RAL 1027 Curry
RAL 1028 Melon yellow
RAL 1032 Broom yellow
RAL 1033 Dahlia yellow
RAL 1034 Pastel yellow
RAL 1037 Sun yellow
RAL 2000 Yellow orange
RAL 2001 Red orange
RAL 2002 Vermilion
RAL 2003 Pastel orange
RAL 2004 Pure orange
RAL 2008 Bright red orange
RAL 2009 Traffic orange
RAL 2010 Signal orange
RAL 2011 Deep orange
RAL 2012 Salmon orange
RAL 3000 Flame red
RAL 3001 Signal red
RAL 3002 Carmine red
RAL 3003 Ruby red
RAL 3004 Purple red
RAL 3005 Wine red
RAL 3007 Black red
RAL 3009 Oxide red
RAL 3011 Brown red
RAL 3012 Beige red
RAL 3013 Tomato red
RAL 3014 Antique pink
RAL 3015 Light pink
RAL 3016 Coral red
RAL 3017 Rose
RAL 3018 Strawberry red
RAL 3020 Traffic red
RAL 3022 Salmon pink
RAL 3027 Raspberry red
RAL 3031 Orient red
RAL 4001 Red lilac
RAL 4002 Red violet
RAL 4003 Heather violet
RAL 4004 Claret violet
RAL 4005 Blue lilac
RAL 4006 Traffic purple
RAL 4007 Purple violet
RAL 4008 Signal violet
RAL 4009 Pastel violet
RAL 4010 Telemagenta
RAL 5000 Violet blue
RAL 5001 Green blue
RAL 5002 Ultramarine blue
RAL 5003 Sapphire blue
RAL 5004 Black blue
RAL 5005 Signal blue
RAL 5007 Brilliant blue
RAL 5008 Grey blue
RAL 5009 Azure blue
RAL 5010 Gentian blue
RAL 5011 Steel blue
RAL 5012 Light blue
RAL 5013 Cobalt blue
RAL 5014 Pigeon blue
RAL 5015 Sky blue
RAL 5017 Traffic blue
RAL 5018 Turquoise blue
RAL 5019 Capri blue
RAL 5020 Ocean blue
RAL 5021 Water blue
RAL 5022 Night blue
RAL 5023 Distant blue
RAL 5024 Pastel blue
RAL 6000 Patina green
RAL 6001 Emerald green
RAL 6002 Leaf green
RAL 6003 Olive green
RAL 6004 Blue green
RAL 6005 Moss green
RAL 6006 Grey olive
RAL 6007 Bottle green
RAL 6008 Brown green
RAL 6009 Fir green
RAL 6010 Grass green
RAL 6011 Reseda green
RAL 6012 Black green
RAL 6013 Reed green
RAL 6014 Yellow olive
RAL 6015 Black olive
RAL 6016 Turquoise green
RAL 6017 May green
RAL 6018 Yellow green
RAL 6019 Pastel green
RAL 6020 Chrome green
RAL 6021 Pale green
RAL 6022 Olive drab
RAL 6024 Traffic green
RAL 6025 Fern green
RAL 6026 Opal green
RAL 6027 Light green
RAL 6028 Pine green
RAL 6029 Mint green
RAL 6032 Signal green
RAL 6033 Mint turquoise
RAL 6034 Pastel turquoise
RAL 7000 Squirrel grey
RAL 7001 Silver grey
RAL 7002 Olive grey
RAL 7003 Moss grey
RAL 7004 Signal grey
RAL 7005 Mouse grey
RAL 7006 Beige grey
RAL 7008 Khaki grey
RAL 7009 Green grey
RAL 7010 Tarpaulin grey
RAL 7011 Iron grey
RAL 7012 Basalt grey
RAL 7013 Brown grey
RAL 7015 Slate grey
RAL 7016 Anthracite grey
RAL 7021 Black grey
RAL 7022 Umbra grey
RAL 7023 Concrete grey
RAL 7024 Graphite grey
RAL 7026 Granite grey
RAL 7030 Stone grey
RAL 7031 Blue grey
RAL 7032 Pebble grey
RAL 7033 Cement grey
RAL 7034 Yellow grey
RAL 7035 Light grey
RAL 7036 Platinum grey
RAL 7037 Dusty grey
RAL 7038 Agate grey
RAL 7039 Quartz grey
RAL 7040 Window grey
RAL 7042 Traffic grey A
RAL 7043 Traffic grey B
RAL 7044 Silk grey
RAL 7045 Telegrey 1
RAL 7046 Telegrey 2
RAL 7047 Telegrey 4
RAL 8000 Green brown
RAL 8001 Ochre brown
RAL 8002 Signal brown
RAL 8003 Clay brown
RAL 8004 Copper brown
RAL 8007 Fawn brown
RAL 8008 Olive brown
RAL 8011 Nut brown
RAL 8012 Red brown
RAL 8014 Sepia brown
RAL 8015 Chestnut brown
RAL 8016 Mahogany brown
RAL 8017 Chocolate brown
RAL 8019 Grey brown
RAL 8022 Black brown
RAL 8023 Orange brown
RAL 8024 Beige brown
RAL 8025 Pale brown
RAL 8028 Terra brown
RAL 9001 Cream
RAL 9002 Grey white
RAL 9003 Signal white
RAL 9004 Signal black
RAL 9005 Jet black
RAL 9010 Pure white
RAL 9011 Graphite black
RAL 9016 Traffic white
RAL 9017 Traffic black
RAL 9018 Papyrus white

+Ammos

+Ammos

+Ammos

+Ammos

+Ammos

+Ammos

+Ammos

+Ammos

Antibacterial Coating

AM Antibacterial powder coating that contains sophisticated, silver ion technology antibacterial ad-
ditives. Its technology ensures effective antibacterial protection for the effective lifetime of the lumi-
naire, helping to keep surfaces clean and hygienic, and reduces the threat of cross-contamination.
AM Antibacterial is certified for its protection against bacteria according to ISO 22196 by Hohen-
stein Institute, Germany.

+Ammos

+Ammos
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OPAL
wide angle, homogeneous il-
lumination 

Made of durable PMMA,  highly 
translucent with light transmit-
tance of 84%, OPAL diffuser offers 
uniquely homogeneous illumina-
tion. 
The OPAL diffuser provides sensa-
tionally wide beam angles allowing 
large rooms to be lit evenly and ef-
fectively with just a few luminaires.

Microprismatic (MPR)
 offers low UGR 

The microprismatic diffuser  offers 
standard-compliant glare control 
(UGR<19) with high efficiency.
Due to its multi-layered construction, 
the diffuser ensures a glare-free and 
homogeneous light image with exact 
light distribution. 
Thanks to the prismatic surface struc-
ture, the light is emitted and distrib-
uted by the luminaire at a precisely 
defined angle, thus preventing unde-
sired glare and reflections.

MonoSatin
High efficiency, minimized glare

With the sophisticated mono 
satin surface, an unsurpassable 
brilliance can be brought into the 
room atmosphere. 
A particularly high light transmit-
tance of 94% leads to high sys-
tem efficiency and thus energy 
savings.  

Diffusers
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STILVI           28

Recessed

ROTIS        31 KARO                            34

SPLR                              36 TIK                        40 FAVO-90                        42 LATO                              44

CARRE-S                      46 SP-V                               48 DL-11                        50 DL-17                        52

DL-23                        54 DLR                        56 CARRE                        58 DLS                                 61

RDLS                        64 VEDO-R                       67 VEDO-L                        69

FAVO-1                        77 TETRA-R                      79

JUNO                             86 STELLAR                      88

VISION                          81IG-L-57                         74

IG-L-45                         71
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DiiX                        99

QUDO-60                     91 QUDO-60-XT               92

QL-120-30                  107

QUDO-60-AS               97

QUDO-S                        92 QL-60                        95

B-STELLAR         103 DESSIN      105

RADO                          109 COTTO-1                    148 COTTO-2                   150

TUBIC                         111 RAY-N                      113 BONO                      115

BONO-120                  121 RAY-38                     144 RAY-50                        146

Track Lights
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COTTO-1                    156

COTTO-2                   158 CORDYS                    160

RAY-120        154

C-RAY                      136 AURA                      139

RAY-50                        146 RAY                             150

QUDO-35                    132 TRIO                     134

TETRA-100                123 TETRA-200                125 EDLS                      128 SOP                      130

Ceiling

VISION                          81

QUDO-60                     91 DiiX                        99

e-STELLAR                  88

QUDO-60-XT               93

QUDO-S                        92

QL-60                        95
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RAY-38                        144 RAY-50                      136

BL-V                      166 BL-46                      168 COBO                           170

RUSTICO                   185

TRIO                     134

Pendant

IRIS                      172 ROI                     182

TETRA-200                125TETRA-100                123

ZANZIBAR                162

IRIS-slim                    178

RAY-120        154RAY                      150

  LIVELLO                   187

DUPLO-X                   193DUPLO                        189

Task Lights
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Linear

ALPHA      195

L series                        197 LN-T                      199

CELL                             209 LD-T                      221

RIGA                            225

STIK                      217

Food family               231

DUPLO                        189ZANZIBAR                162

CELL-D                        217

CELL-D-T                    223

LN-TX                          199 LN-SP                          199

LN-SPX                       199 LN-XT                         199 LN-XTE                       199 LN-e                             199

CELL-XT                      209

STIK                      227

VELISTI-T                 350 VELISTI-TX              350 VELISTI-SP               350 VELISTI-SPX             350

VELISTI-XT               350 VELISTI-XTS             350 VELISTI-IND             350 VELISTI-e                   350
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CRYPTO                     273

CALTO-2                     263

MONOLUX         265 BILUX      267

CALTO-1     261CALTO-100-S2          259CALTO-100-S1          257

SILO                      255WALLY                      253UP                      247 PI                      250

ROI-W                     245ALBA series               243RIGA                            225 STIK                      227

RAY-2-120-IP            269

LN series                     199 LD-T                      221CORDYS                     160COTTO-2                   158

Wall Lights

COTTO-1                    156TETRA-100                123 TETRA-200                125

TERRAS-S                  271
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SPC-S                          294 SPC-H                     296 SPC-XT                      300

SPC-XTE                    303 SPC-XSE                      310SPC-XS                      308 FL-I 1 module            313

Floodlights

FL-I 6 modules     316

FL-I  12 modules       319

FL-I 4 modules          315FL-I 2 modules          314

F-SPECTRA-2            321 QUADRO                    323FL-I 18 modules        320

QUADRO-M               326 RECTO-S          329

FL-I 8 modules     318

CPS                      280 LCP                      282 LCF                               284

OPTIMA                      286 CPH                     288

Canopy

QUADRO-S                323 RECTO-RGBW          331
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HBR      338 HBH      342

HB-DURO-H             348 HB-DURO-XT           350

Industrial

CABANA                    344

HB-L                     346 VELISTI-T                 352

VELISTI-TX              352 VELISTI-SP               352 VELISTI-SPX             352 VELISTI-XT               352

VELISTI-XTS             352 VELISTI-e                   352 VELISTI-e                   352 ARO                      360

TICO              333
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CYCLOP                     399 THERA                       401ARIADNE                   397 iLO                      403

DROMOS          364 DROMOS-C               366 F-STR                      369

PERIUS                       373 PERIUS-80                  378PERIUS-60                 376

DROMOS-X KIT        380

Street 

POLIS-2                      384

PYRSOS      389

ZED                      386POLIS                      384

ASTRADA                  371

CIVITA-P                   391 CIVITA-W                  393

GAMMA-K           407

ARES-55                     395

TESSA-B-3000          412
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OPUS                      421 STOCK-90                  423

TERRA series            431

IG series                      434 GLIM series               442

SPECTRA-2     448

IG-D1                          439 IG-D2                          439

TESSA                      425 TESSA-B                    427 TRIXX  series            429

CUBE                           417 VOLA                      419

Exterior

GAMMA-900             414

GLIM-2      444

IG-L-57                         74IG-L-45                         71
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Fishing

ALS series                   473 FLM-93                       475 ERYO                           476

SteriLumen Mini       465 UT-225                        469

UVC

DOMoS                       451 DOMoS -2                   454

Architectural

RGBW Lights

IG-pool                        437

Pool Lights

IG-pool/RGBW         437

IG-pool/RGBW         435

SPECTRA-2     448

RECTO-RGBW          331F-SPECTRA               321

DOMoS -2-RGBW     455

V-HORTI          457 HORTILUX                461

LED grow 
Lights
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Indoor Lighting
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Mini LED spot

STILVI Series

STILVI recessed mini LED spots provide highly
efficient lighting.

They are produced in wide range of lumen output, color 
temperature and color rendering index.

The models in the series provide lighting with a color 
temperature range of 2700K (warm) -  5000K (cool), and 
there is a choice color rendering index up to 97 CRI.

Upon selection they are produced with DALI, 1-10V or 
PWM dimming, bluetooth control and emergency opera-
tion up to 3h.

STILVI are produced with 5 years warranty.

• Stores
• Exhibitions
• Offices
• Art Gallery
• Restaurants
• Bars

Applications

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

Dimensions
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RECESSED LUMINAIRES
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Polar Intensity Diagram

18o 29o 40o12o 55o
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Trimless recessed 
LED downlight

ROTIS Series

ROTIS recessed LED fixture series have a wide range 
of lumen output, color temperature and color rendering 
index.

They are adjustable, offering flexibility.

They are trimless. The exterior frame is installed and 
plastered within the ceiling. The interior main body of the 
fixture is installed easily with a snap-in mechanism.

ROTIS provide highly comfortable lighting with low UGR.
The models in the series provide lighting with a color 
temperature range of 2700K (warm) -  6500K (cold), and 
there is a choice color rendering index up to 97 CRI.

ROTIS are produced with 5 years warranty.

Dimensions

• Stores
• Exhibitions
• Offices
• Art Gallery
• Restaurants
• Bars

Applications

6W - 9W 12W - 17W

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

RECESSED LUMINAIRES
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Polar Intensity Diagram

12o 24o 36o

55o

16o

41o 49o

86o

RECESSED LUMINAIRES

ROTIS Versions
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Trimless recessed 
LED downlight

KARO Series

KARO recessed LED fixture series have a wide range 
of lumen output, color temperature and color rendering 
index.

They are adjustable, offering flexibility.

They are trimless. The exterior frame is installed and 
plastered within the ceiling. The interior main body of the 
fixture is installed easily with a snap-in mechanism.

KARO provide highly comfortable lighting with low UGR.
The models in the series provide lighting with a color 
temperature range of 2700K (warm) -  6500K (cold), and 
there is a choice color rendering index up to 97 CRI.

KARO are produced with 5 years warranty.

Dimensions

• Stores
• Exhibitions
• Offices
• Art Gallery
• Restaurants
• Bars

Applications

6W - 9W 12W - 17W

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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Polar Intensity Diagram

12o 24o 36o

55o

16o

41o 49o

86o

RECESSED LUMINAIRES
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Recessed 
LED downlight

SPLR Series

SPLR recessed LED fixture series have a wide range of 
lumen output, color temperature and color rendering in-
dex.

They are adjustable, offering flexibility.

SPLR provide highly comfortable lighting with low UGR.

The models in the series provide lighting with a color 
temperature range of 2700K (warm) -  6500K (cold), and 
there is a choice color rendering index up to 97 CRI.

SPLR are produced with 5 years warranty.

Dimensions

• Stores
• Exhibitions
• Offices
• Art Gallery
• Restaurants
• Bars

Applications

6W - 9W 12W - 17W

DALI 0-10V Em 3h
BLUE 

TOOTH
DIM to 
WARM

TUNABLE 
CCT
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RECESSED LUMINAIRES
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RECESSED LUMINAIRES

Polar Intensity Diagram

12o 24o 36o

55o

16o

41o 49o

86o
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Recessed 
LED downlight

TIK Series

TIK recessed LED fixture series have a wide range of lu-
men output, color temperature and color rendering index.

They are adjustable, offering flexibility.

TIK provide highly comfortable lighting with low UGR.

The models in the series provide lighting with a color 
temperature range of 2700K (warm) -  6500K (cold), and 
there is a choice color rendering index up to 97 CRI.

TIK are produced with 5 years warranty.

Dimensions

• Stores
• Exhibitions
• Offices
• Art Gallery
• Restaurants
• Bars

Applications

6W - 9W 12W - 17W

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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RECESSED LUMINAIRES

Polar Intensity Diagram

12o 24o 36o

55o

16o

41o 49o

86o

Square frame - single spot Square frame - double spot Square frame - triple spot
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Recessed 
LED downlight

FAVO-90 Series

FAVO-90 recessed LED fixture series have a wide range 
of lumen output, color temperature and color rendering 
index.

They are adjustable, offering flexibility.

 FAVO-90 provide highly comfortable lighting with 
low UGR.

The models in the series provide lighting with a color 
temperature range of 2700K (warm) -  6500K (cold), and 
there is a choice color rendering index up to 97 CRI.

FAVO-90 are produced with 5 years warranty.

Dimensions

• Stores
• Exhibitions
• Offices
• Art Gallery
• Restaurants
• Bars

Applications

6W - 9W 12W - 17W

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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RECESSED LUMINAIRES

Polar Intensity Diagram

16o 30o

41o 86o

12o

49o
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LATO Series

• Shops
• Exhibitions
• Gyms
• Hotels
• Bakeries
• Houses
• Galleries

Applications

 LATO series recessed LED lights have a 
small diameter of 126mm.
They have a wide range of lumen output, color tem-
perature and color rendering index.
LATO are produced in 4 editions of light beam, rang-
ing from extremely narrow (spot) of 15o, to wide of 
75o.

They are available in CCT that ranges from 2700K to 
6500K and CRI up to 90.
They are made of aluminum and painted with pow-
der coating.
They have a 5 year warranty.

The light source has an index L80B10> 100000h.

LED recessed downlight

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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RECESSED LUMINAIRES

Polar Intensity Diagram

15o 31o 60o 75o
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CARRE-S Series

• Shops
• Exhibitions
• Gyms
• Hotels
• Bakeries
• Houses
• Galleries

Applications

 Techlumen CARRE-S LED recessed fixture is 
designed to provide high-visual comfort lighting with a 
UGR <19 glare index.
 It has a square shape, is made of aluminum 
and is available in a wide variety of electrostatic pow-
der coating colors.
 It is produced in versions ranging from 1800K 
to 6500K, with a CRI index of 95.
 It has low consumption and high efficiency.
 It is also produced in DIM to WARM versions, 
with a CCT varying from 1800K to 3000K.
 It is produced in different power versions, 
from 6W to 32W, and has a rich range of optics to 
make it an excellent tool for the lighting designer.
They have a 5 year warranty.

The light source has an index L80B10> 100000h.

LED recessed downlight

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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RECESSED LUMINAIRES

Polar intensity diagram

11o 15o 18o 31o

37o 45o 51o 55o oval 60o+20o 
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SP-V Series

• Shops
• Offices
• Galleries
• Restaurants
• Bars
• Houses
• Bathrooms
• Gyms

Applications

 SP-V LED spots, are produced in a great 
range of versions with a variety of power, color tem-
perature, CRI and beam angle.

 They are IP45 rated and can be used even 
in dump spaces. The low power version of 3W pro-
duces 430lm at 5000K, while the high power version 
of 9W has an output of 1580 lumens and efficacy of 
174 lm/W.
 The beam angle is chosen from selection of 
13o to 49o and meets different architectural scenarios. 
 SP-V has L80 rating > 70000h, and 5 years 
warranty.

Waterproof LED SPOT

Dimensions

DALI 0-10V Em 3h
BLUE 

TOOTH
DIM to 
WARM

TUNABLE 
CCT
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RECESSED LUMINAIRES

Polar intensity diagram

11o 15o 18o 31o

37o 45o 51o 55o oval 60o+20o 



50

DL-11 Series

• Stores
• Exhibitions
• Offices
• Art Gallery
• Restaurants
• Bars

Applications

The DL-11 recessed luminaires offer a reliable and 
cost efficient light solution.
They are available in  3000K and 4000K and with 
outputs from 1040lm to 1100lm.
They have a light beam of 90 ° or 60 ° with UGR <19.

DL-11  are produced with a 5 year warranty and a 
L70B50> 50000h.

LED recessed downlights 

Dimensions

60o 90o

Polar Intensity Diagram

Em 3h
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RECESSED LUMINAIRES

Watt

21.5 W

CCT CRI

Åêäüóåéò ALPHA-T

ALPHA-21

ALPHA-31

4000

4000

80

80

Lumen

3350

4480

156

14531.0 W
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DL-17 Series

• Stores
• Exhibitions
• Offices
• Art Gallery
• Restaurants
• Bars

Applications

The DL-17 recessed luminaires offer a reliable and 
cost efficient light solution.
They are available in  3000K and 4000K and with 
outputs from 1080lm to 2030lm.
They have a light beam of 90 ° or 60 ° with UGR <19.

DL-17  are produced with a 5 year warranty and a 
L70B50> 50000h.

LED recessed downlights 

Dimensions

60o 90o

Polar Intensity Diagram

Em 3h
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RECESSED LUMINAIRES

Watt

21.5 W

CCT CRI

Åêäüóåéò ALPHA-T

ALPHA-21

ALPHA-31

4000

4000

80

80

Lumen

3350

4480

156

14531.0 W
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DL-23 Series

• Stores
• Exhibitions
• Offices
• Art Gallery
• Restaurants
• Bars

Applications

The DL-23 recessed luminaires offer a reliable and 
cost efficient light solution.
They are available in  3000K and 4000K and with 
outputs from 2200lm to 3180lm.
They have a light beam of 90 ° or 60 ° with UGR <19.

DL-23  are produced with a 5 year warranty and a 
L70B50> 50000h.

LED recessed downlights 

Dimensions

Em 3h
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RECESSED LUMINAIRES

60o 90o

Polar Intensity Diagram

120o

Watt

21.5 W

CCT CRI

Åêäüóåéò ALPHA-T

ALPHA-21

ALPHA-31

4000

4000

80

80

Lumen

3350

4480

156

14531.0 W
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DLR Series

• Stores
• Exhibitions
• Offices
• Art Gallery
• Restaurants
• Bars

Applications

 DLR series are LED recessed adjustable downlights.

 They have a wide selection of optics  from 10o 
to 60o, or asymmetric wallwashing.

 They have high efficacy reaching 182 lm/W. 
 
 All DLR models have 5 years warranty. The 
LED chip has 10 years warranty and LM80 rating > 
70000h.

LED recessed downlights 

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

Polar Intensity Diagram

11o 16o

46o 60o

Wallwashing
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RECESSED LUMINAIRES
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CARRE Series

• Stores
• Exhibitions
• Offices
• Art Gallery
• Restaurants

Applications

 CARRE LED recessed downlights are pro-
duced in a wide range of luminus power, color tem-
perature and CRI.
 It is tailor made, their frame can have custom 
dimensions and can fit in any existing ceiling installa-
tion. 
 They are produced with a 5 year warranty and 
L80B10> 80000h.

LED recessed downlights Dimensions

DALI
0-10V Em 3h

BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

tailor made - custom sizes
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RECESSED LUMINAIRES

Polar Intensity Diagram



60



61

DLS Series

• Stores
• Exhibitions
• Offices
• Art Gallery
• Restaurants

Applications

DLS series recessed fixtures are available in versions 
that can meet even the most demanding indoor light-
ing needs.
 They have a wide range of lumen output, color tem-
perature and color rendering index.

Optionally they are produced with antibacterial coating.

They are produced with 5 years warranty.

LED recessed downlights 

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

RECESSED LUMINAIRES
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Polar Intensity DiagramPerformance Guide

Fixture DLS-840-17

Illuminance 551lx

Uniformity 0.89

Spacing 2.0m X 2.0m

Maintenance 0.8

Reflectance 70/50/20
Ceiling Height 2.7m

Working plane 0.8m

RECESSED LUMINAIRES
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RDLS Series

• Stores
• Exhibitions
• Offices
• Restaurants

Applications

 The RDLS series are square LED recessed 
downlights. 
 They are available in a wide range of ver-
sions, with many options of luminous power, CRI and 
color temperature.
 

Optionally they are produced with antibacterial coating.

They are produced with 5 years warranty.

LED recessed downlight Dimensions

DALI 0-10V Em 3h
BLUE 

TOOTH
DIM to 
WARM

TUNABLE 
CCT



65

RECESSED LUMINAIRES
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Polar Intensity Diagram

Performance Guide

Fixture RDLS-840-17

Illuminance 495lx

Uniformity 0.90

Spacing 2.0m X 2.0m

Maintenance 0.8

Reflectance 70/50/20
Ceiling Height 2.7m

Working plane 0.8m
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RECESSED LUMINAIRES

VEDO-R Series

• Shops
• Exhibitions
• Gyms
• Hotels
• Bakeries
• Houses
• Galleries

Applications

 VEDO-R are recessed LED downlights.
 Their diameter is selectable and can easily 
fit in any existing installations.
 They have a variety of beam angle selec-
tion,  and can provide spot lighting with narrow beam 
angle of 13o  or general lighting with wide beam an-
gle of 66o. 

 They have an alumium ring painted with 
electrostatic powder coating in any RAL color, meet-
ing all aesthetic requirements of architects and inte-
rior designers professionals.
 VEDO-R is produced in versions of 9W to 
36W having maximum luminous power of 6330 lu-
mens and efficacy up to 182 lm/W.
 It has L80 rating >70000h.

LED recessed downlight

Minimum Dimensions

9W - 17W 25W - 36W

DALI 0-10V Em 3h
BLUE 

TOOTH
DIM to 
WARM

TUNABLE 
CCT

VEDO-R series are modular and can be manufactured 
in custom dimensions.
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Polar Intensity Diagram

11o 16o 46o 60o Wallwashing
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RECESSED LUMINAIRES

VEDO-L Series

• Shops
• Exhibitions
• Gyms
• Hotels
• Bakeries
• Houses
• Galleries

Applications

 VEDO-L series LED recessed fixtures are 
IP65 rated. 

 They are available with a selection of 40o-
120o light beam.

 They have aluminum frame, with custom 
made dimensions. The frame is painted with pow-
der electrostatic paint in any RAL color, meeting all 
the aesthetic requirements of professional decora-
tors and architects.
    VEDO-L are produced in 
9W-36W power versions with lumen output up to 
6330 lumens and  efficacy up to 182 lm / W.

 VEDO-L is offered in versions with a color 
rendering index CRI> 90 and lumen maintenance 
factor L80> 70000h.

LED recessed downlight

Minimum Dimensions

3W - 25W 31W - 36W

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

VEDO-L series are modular and can be manufactured 
in custom dimensions.
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Polar Intensity Diagram

Wide 120o 90o 60o

45o 30o
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RECESSED LUMINAIRES

IG-L-45 Series

• Hotels
• Houses
• Decks

Applications

 IG-L-45 LED spots provide high quality en-
ergy efficient lighting.

 They are produced at 3W - 5W versions with CCT 
range 2700Κ - 5000K.

They can be install in decks, canopies and in high 
humidity indoor spaces.

They are made of aluminium with IP67 rating and 
IK10 rating.

IP67 LED Spot

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH
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Polar Intensity Diagram

22o 33o 60o
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50W

RECESSED LUMINAIRES
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IG-L-57 Series

• Hotels
• Houses
• Decks

Applications

 IG-57-L LED spots provide high quality en-
ergy efficient lighting.

 They are produced at 3W - 5W versions with CCT 
range 2700Κ - 5000K.

They can be install in decks, canopies and in high 
humidity indoor spaces.

They are made of aluminium with IP67 rating and 
IK10 rating

IP67 LED Spot

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH
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RECESSED LUMINAIRES
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Polar Intensity Diagram

30o

50W
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RECESSED LUMINAIRES

Recessed 
LED downlight

FAVO-1 Series

FAVO-1 recessed LED fixture series have a wide range 
of lumen output, color temperature and color rendering 
index.

They are adjustable, offering flexibility.

By appropriate selection of optics they generates light 
beam from 11o to 90o. The FAVO-1 series uses Bridgelux 
Vero series LEDs.

The models in the series provide lighting with a color 
temperature range of 2700K (warm) -  6500K (cold), and 
there is a choice color rendering index up to 90 CRI.

Dimensions

• Stores
• Exhibitions
• Offices
• Art Gallery
• Restaurants
• Bars

Applications

DALI 0-10V Em 3h
BLUE 

TOOTH
DIM to 
WARM

TUNABLE 
CCT

Polar Intensity Diagram

11o 16o

46o 60o
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FAVO-2 FAVO-4
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RECESSED LUMINAIRES

Low glare recessed 
LED downlight

TETRA-R-100 Series

 Techlumen TETRA-R-100 LED recessed fixture 
is designed to provide high-visual comfort lighting with a 
UGR <16 glare index.
 It has a square shape, is made of aluminum and 
is available in a wide variety of electrostatic powder coat-
ing colors.
 It is produced in versions ranging from 1800K to 
6500K, with a CRI index of 95.

It has low consumption and high efficiency.

 It is produced in different power versions, from 
6W to 32W, and has a rich range of optics to make it an 
excellent tool for the lighting designer.
 TETRA-R-100 has LM80> 70000h index and 5 
years warranty.

Dimensions

• Stores
• Exhibitions
• Offices
• Art Gallery
• Restaurants
• Bars

Applications

DALI
0-10V Em 3h

BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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Polar intensity diagram

11o 15o 18o 31o

37o 45o 51o 55o oval 60o+20o 
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RECESSED LUMINAIRES

VISION Series

Techlumen VISION series LED panels offer high qual-
ity lighting, with UGR<19.

 VISION’s optics provide discreet lighting, it is 
hard to notice where the light comes from.

An excellent lighting solution for glare-free work enviro-
ments .

They are produced in various power versions, with a 
luminous flux up to 7861lm.

Upon selection, they can be ceiling mounted by adding 
a special frame, or suspended.
They have a 5 year warranty.

LED recessed Panel
Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

TUNABLE 
CCT

• Offices
• Retail Stores
• Supermarkets

Applications

Performance Guide

Fixture VISION-840-31

Illuminance 639lx

Uniformity 0.77

Spacing 2.4m X 2.4m

Maintenance 0.8

Reflectance 70/50/20
Ceiling Height 2.7m

Working plane 0.8m
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RECESSED LUMINAIRES
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VISION’s optics provide discreet lighting, it is 
hard to notice where the light comes from.

An excellent lighting solution for glare-free work 
enviroments 

VISION series are modular and can be
manufactured in custom dimensions.
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Polar Intensity Diagram 

64o 68o 77o

RECESSED LUMINAIRES
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JUNO Series

 TECHLUMEN LED panel JUNO series, offer a 
reliable and cost efficient lighting solution.  
 JUNO have efficacy up to 185lm/W.
 They are produced in 16W, 23W, 25W and 
35W versions.
 They have a protective cap made of PMMA, 
which offers excellent light transmission and has 
excellent durability.
 They are painted with powder coating in any 
RAL color.
 JUNO has 5 years warranty and L80 rating 
of 70000h.

LED recessed Panel

Dimensions

• Offices
• Retail Stores
• Supermarkets

Applications

Polar Intensity Diagram

DALI 0-10V Em 3h BLUE 
TOOTH

TUNABLE 
CCT
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RECESSED SPOTS

Watt

21.5 W

CCT CRI

Åêäüóåéò ALPHA-T

ALPHA-21

ALPHA-31

4000

4000

80

80

Lumen

3350

4480

156

14531.0 W

• IP65 on request
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STELLAR Series

 TECHLUMEN LED panels STELLAR series,    
sized 60cm X 60cm, offer powerful lighting with mini-
mum consumption.  
 STELLAR updated version has efficacy up 
to 185lm/W.
 STELLAR’s basic version  of 22.6W has su-
perior luminus power compared to conventional 
fluorecent 4X18W lamp systems. 
 STELLAR are also produced with 6200+lm 
and 8400+ lm output, that applies to high ceiling spac-
es, reducing the required number of luminaires. 
 
 They are painted with powder coating in any 
RAL color.
 STELLAR have 5 years warranty and L80 
rating of 70000h.

LED recessed Panel

Dimensions

• Offices
• Retail Stores
• Supermarkets

Applications

E-STELLAR

DALI 0-10V Em 3h BLUE 
TOOTH

TUNABLE 
CCT

E-STELLAR
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RECESSED LUMINAIRES



90

Performance Guide

Fixture STELLAR-840-23

Illuminance 616lx

Uniformity 0.87

Spacing 2.4m X 2.4m

Maintenance 0.8

Reflectance 70/50/20
Ceiling Height 2.7m

Working plane 0.8m

Polar Intensity Diagram

Watt

21.5 W

CCT CRI

Åêäüóåéò ALPHA-T

ALPHA-21

ALPHA-31

4000

4000

80

80

Lumen

3350

4480

156

14531.0 W

• IP65 on request
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RECESSED LUMINAIRES

QUDO-60 Series

 Techlumen QUDO-60 series LED panels pro-
vide uniform illumination across the surface.

 
 QUDO-60 reaches efficiency levels up to 181 
lm/W.

 They can be installed as recessed, mounted 
or pendant. The frame is made of aluminum and paint-
ed with electrostatic powder coating in any color RAL.
 
They have a 5 years warranty.

LED Panel

Dimensions

• Stores
• Exhibitions
• Offices

Applications

DALI 0-10V Em 3h BLUE 
TOOTH

TUNABLE 
CCT
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Performance Guide

Fixture QUDO-60-840-32

Illuminance 646lx

Uniformity 0.88

Spacing 2.4m X 2.4m

Maintenance 0.8

Reflectance 70/50/20
Ceiling Height 2.7m

Working plane 0.8m

Performance Guide

Fixture QUDO-S-840-34

Illuminance 628lx

Uniformity 0.88

Spacing 2.4m X 2.4m

Maintenance 0.8

Reflectance 70/50/20
Ceiling Height 2.7m

Working plane 0.8m
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Polar Intensity Diagram

MP Version Standard  version

RECESSED LUMINAIRES
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QUDO 1100 x 1100 mm 

QUDO series are modular and can be manufactured in custom dimensions.
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RECESSED LUMINAIRES

QL-60 Series

 Techlumen QL-60 series LED panels provide 
a reliable and cost-efficient illumination.

They provide uniform illumination throughout their sur-
face and have a low glare index UGR <19.

They are produced in 4 power versions, 23W with a 
luminous flux of lm and 36W with a luminous flux up 
to 4720lm.

Upon selection, they can be ceiling mounted by adding 
a special frame, or suspended.
They have a 5 year warranty.

LED Panel

Dimensions

• Stores
• Exhibitions
• Offices

Applications

DALI 0-10V Em 3h
BLUE 

TOOTH

Performance Guide

Fixture QL60-840-33

Illuminance 560lx

Uniformity 0.78

Spacing 2.4m X 2.4m

Maintenance 0.8

Reflectance 70/50/20
Ceiling Height 2.7m

Working plane 0.8m
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Polar Intensity Diagram 

Standard Version Fire resistant version
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RECESSED LUMINAIRES

QUDO-60-AS Series

 Techlumen QUDO-60-AS series LED panels 
are IP65 rated and suitable for installation in clean-
zone rooms, for surgeries, chemical, pharmaceutical 
laboratories, aseptic rooms, sterilized rooms
 They provide uniform illumination across the 
surface.
 They are produced in 2 wattage versions.
 The 29W versions provide luminus flux up to 
4740lm.
 The 45W versions provide luminus flux up to 
6780lm and they are ideal for installation on high ceil-
ings as they have extremely strong brightness.
 QUDO-60-AS reaches efficiency levels up to 
165 lm/W. 
 QUDO-60-AS have a 5 years warranty and 
LM80> 60000h.

LED Panel IP65 Rated

Dimensions

• Clean-zone rooms
• Surgeries
• Aseptic rooms
• Pharmaceutical laboratories
• Chemical laboratories
• Sterilized rooms

Applications

DALI 0-10V Em 3h BLUE 
TOOTH

TUNABLE 
CCT

Polar Intensity Diagram

Performance Guide

Fixture QUDO -60-AS-
840-45

Illuminance 934lx

Uniformity 0.88

Spacing 2.4m X 2.4m

Maintenance 0.8

Reflectance 70/50/20

Ceiling Height 2.7m

Working plane 0.8m
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DiiX Series

 LED recessed panels Techlumen DiiX, sized 60cm X 
60cm, offer powerful, economical and reliable lighting. 
DiiX provides visual comfort thanks to the design that 
reduces glare. It is made of aluminum and Inox, while 
the protective cap is PMMA, which offers excellent 
light transmission and has excellent durability. 

They come in versions of 34W, 49W and 72W, with 
CCT of 3000K to 5000K, and CRI >80.

They reach efficacy of 185 lm/W and luminus power 
of 12780lm.

There is also an option of external mounting. DiiX has 
5 years warranty and L80 rating of 70000h.

LED recessed Panel

Dimensions

• Stores
• Exhibitions
• Offices

Applications

DALI 0-10V Em 3h BLUE 
TOOTH

TUNABLE 
CCT

RECESSED LUMINAIRES
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101

RECESSED LUMINAIRES
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Polar Intensity DiagramPerformance Guide

Fixture DiiX-840-34

Illuminance 910lx

Uniformity 0.86

Spacing 2.4m X 2.4m

Maintenance 0.8

Reflectance 70/50/20
Ceiling Height 2.7m

Working plane 0.8m

• IP65 on request
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RECESSED LUMINAIRES

b-STELLAR Series

 TECHLUMEN LED panel b-STELLAR series,    
sized 120cm X 60cm, offers powerful lighting with mini-
mum consumption.  
 b-STELLAR updated version has efficacy 
up to 185lm/W.
 b-STELLAR’s basic version  of 46 W has su-
perior luminus power compared to conventional 
fluorecent 4X36W lamp systems. 
 b-STELLAR are also produced with 12000+lm 
and 16800+ lm output, that applies to high ceiling spac-
es, reducing the required number of luminaires. 
 
 They are painted with powder coating in any 
RAL color. b-STELLAR has 5 years warranty and 
L80 rating of 70000h.

LED recessed Panel

Dimensions

• Offices
• Retail Stores
• Supermarkets

Applications

DALI
0-10V Em 3h

BLUE 
TOOTH

TUNABLE 
CCT
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Polar Intensity Diagram

Watt

21.5 W

CCT CRI

Åêäüóåéò ALPHA-T

ALPHA-21

ALPHA-31

4000

4000

80

80

Lumen

3350

4480

156

14531.0 W

• IP65 on request
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RECESSED LUMINAIRES

DESSIN Series

 TECHLUMEN LED panels DESSIN series,    
sized 120cm X 30cm, offer powerful lighting with mini-
mum consumption.  
 DESSIN have efficacy up to 188m/W.
 The basic version  of 18 W has luminus pow-
er equal to conventional fluorecent 2X36W lamp 
systems. 
 DESSIN are also produced at 22.6W, 34W και 
47.6W and reaches up to 8520 lm output.
 They are painted with powder coating in any 
RAL color.
 DESSIN have 5 years warranty and L80 rat-
ing of 70000h.

LED recessed Panel

Dimensions

• Offices
• Retail Stores
• Supermarkets

Applications

DALI 0-10V Em 3h BLUE 
TOOTH

TUNABLE 
CCT

Polar Intensity Diagram
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Watt

21.5 W

CCT CRI

Åêäüóåéò ALPHA-T

ALPHA-21

ALPHA-31

4000

4000

80

80

Lumen

3350

4480

156

14531.0 W

Type DESSIN Series

• IP65 on request
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RECESSED LUMINAIRES

QL-12030 Series

 Techlumen QL-12030 series LED panels pro-
vide a reliable and cost-efficient illumination.

They provide uniform illumination throughout their sur-
face and have a low glare index UGR <19.

They are produced in 2 power versions, 24W with a 
luminous flux of lm and 33W with a luminous flux up 
to 3780lm.

Upon selection, they can be ceiling mounted by adding 
a special frame, or suspended.
They have a 5 year warranty.

LED recessed Panel

Dimensions

• Offices
• Retail Stores
• Supermarkets

Applications

DALI 0-10V Em 3h BLUE 
TOOTH
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Polar Intensity Diagram
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CEil ING LUMINAIRES

RADO Series

• Hotels
• Houses
• Gyms

Applications

 RADO series recessed LED spots are IP54 
rated and adjustable, a unique feature in the LED 
market.  
 They come in versions of 3W to 10W, CCT 
range of 2700K to 5000K, and CRI up to >90. 
 There is a selection of beam angles from 13o 
to 49o. 
 They provide powerful lighting with minimal 
energy consumption.
The finishing is powder coating at any RAL. 
 RADO has L80 rating > 70000h, and 5 years 
warranty.

Adjustable Recessed Waterproof 
LED SPOT

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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Polar intensity diagram

11o 15o 18o 31o

37o 45o 51o 55o oval 60o+20o 
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TRACK LIGHTS

TUBIC Series

 TUBIC LED track lights stand out for their 
small dimension.
 They are an excellent solution for areas with 
low ceilings or minimalist design requirements.
 TUBIC track lights are produced in versions of 
3W, 6W and 9W and color temperatures from 2700K to 
6500K. There is selection of light beam selection from 
15o to 75o and CRI> 90.
 TUBIC luminaires reach luminus efficacy of 
174 lm/W and provide powerful lighting with minimal 
power.
 They are painted with electrostatic paint in any 
color RAL color.
 TUBIC has 5 years warranty while the LED 
chip is provided with 10-year warranty.

LED TRACK LIGHT

Dimensions

• Stores
• Exhibitions
• Offices
• Art Gallery
• Restaurants
• Bars

Applications

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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Polar intensity diagram

15o 31o 60o 75o

Honeycomb

Code
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TRACK LIGHTS

RAY-N Series

  Techlumen RAY-N LED Track Lights combine 
design, high quality and high efficacy reaching 182 
lm/W.

  RAY-N LED Track light is produced in a range 
of power from 9W to 31W, CRI levels that reach 97, 
and CCT from 2700K to 6500K. 

LED TRACK LIGHT

Dimensions

• Stores
• Exhibitions
• Offices
• Art Gallery
• Restaurants
• Bars

Applications

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

Honeycomb

Polar Intensity Diagram

13o 16o 26o 37o

49o 51o 55o oval 60o+20o 
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TRACK LIGHTS

BONO Series

  Techlumen BONO LED Track Lights combine 
design, high quality and high efficacy reaching 184 
lm/W.

  BONO LED Track lights are produced in a 
range of power from 9W to 36W, CRI levels that reach 
97, and CCT from 2700K to 6500K. 
 It’s core is Bridgelux’s COB LED chips V & 
Vero series. They have 5 years warranty and Lumen 
Maintance Index L80 > 70000h.

LED TRACK LIGHT

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

• Stores
• Exhibitions
• Offices
• Art Gallery
• Restaurants
• Bars

Applications

in-track driver
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LED TRACK LIGHTS
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Polar intensity diagram

11o 15o 18o 31o

37o
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LED TRACK LIGHTS

45o 51o 55o oval 60o+20o 75o 
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Accesories / Options

Barn door Stucchi / Global in-track driver

Honeycomb

Ιn-track Version
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Polar Intensity Diagram

11o 16o

46o 60o

Wallwashing

BONO-120 Series

  Techlumen BONO-120 LED Track Lights com-
bine design, high quality and high efficacy reaching 
184 lm/W.

  BONO LED Track light is is produced in a 
range of power from 12W to 54W, CRI levels that reach 
97, and CCT from 2700K to 6500K. 
 
 It’s core is Bridgelux’s COB LED chips V & 
Vero series. It has 5 years warranty and Lumen Maint-
ance Index L80 > 70000h.

LED TRACK LIGHT

Dimensions

DALI
0-10V Em 3h

BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

Wall-floor mounted

LED TRACK LIGHTS
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BONO-120 Versions
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TETRA-100 Series

• Stores
• Residential
• Exhibitions
• Offices
• Restaurants
• Hotels

Applications

Techlumen TETRA-100 LED led fixture offers high efficien-
cy lighting.
 It has a square shape, is made of aluminum and is 
available in a wide variety of electrostatic powder coating 
colors.
 It is produced in versions ranging from 2700K to 
6500K, with a CRI index up to 97.

It has low consumption and high efficiency.

 It is also produced in DIM to WARM versions, with 
a CCT varying from 1800K to 3000K.
 It is produced in 3 power versions, 6W, 9W and 
12W and has a rich range of optics to make it an excellent 
tool for the lighting designer.
 TETRA-100 has LM80> 70000h index and 5 years 
warranty.
 

Ceiling / Pendant / Wall mounted 
LED fixture

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

DOWNLIGHTS - SURFACE MOUNTED
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Polar Intensity Diagram

11o 15o 18o 31o

37o 45o 51o 55o oval 60o+20o 
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TETRA-200 Series

• Stores
• Residential
• Exhibitions
• Offices
• Restaurants
• Hotels

Applications

Techlumen TETRA-100 LED led fixture offers high efficien-
cy lighting.
 It has a square shape, is made of aluminum and is 
available in a wide variety of electrostatic powder coating 
colors.
 It is produced in versions ranging from 2700K to 
6500K, with a CRI index up to 97.

It has low consumption and high efficiency.

 It is also produced in DIM to WARM versions, with 
a CCT varying from 1800K to 3000K.
 It is produced in 3 power versions, 6W, 9W and 
12W and has a rich range of optics to make it an excellent 
tool for the lighting designer.
 TETRA-100 has LM80> 70000h index and 5 years 
warranty.
 

Ceiling / Pendant / Wall mounted 
LED fixture

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

DOWNLIGHTS - SURFACE MOUNTED
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Wall mounted

Ceiling mounted / Pendant
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Polar Intensity Diagram

11o 15o 18o 31o

37o 45o 51o 55o oval 60o+20o 

DOWNLIGHTS - SURFACE MOUNTED
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E-DLS Series

• Stores
• Residential
• Exhibitions
• Offices
• Restaurants
• Hotels

Applications

EDLS ceiling LED luminaries provide excellent light diffu-
sion, exploiting the advantages of LED technology.
They have a low profile, only 6cm, and have a wide range 
of lumen output, color temperature and color rendering in-
dex, covering the needs of interior lighting.
 
 EDLS are equipped with Bridgelux LED chips, 
Vero series.
 EDLS are produced in versions of 2500K to 6500K 
and up to 31W.
 

LED surface mounted Downlight

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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DOWNLIGHTS - SURFACE MOUNTED

Polar Intensity Diagram

CCT
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SOP Series

• Stores
• Residential
• Exhibitions
• Offices
• Restaurants
• Hotels

Applications

LED Techlumen SOP ceiling fixture has a cylindrical shape, 
is made of aluminum and is available in a wide variety of 
colors.

It is produced in versions from 2700K to 6500K, and CRI 
rating up to 97.

It has low consumption, high efficiency reaching 182 lm / W 
and is easily installed.

The light source is Bridgelux LED Vero series,  with LM80> 
80000h and 10 year warranty.

Optionally they are produced with antibacterial coating.

LED surface mounted Downlight

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

Polar Intensity Diagram



131

DOWNLIGHTS - SURFACE MOUNTED
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QUDO-35 Series

• Stores
• Residential
• Exhibitions
• Offices
• Restaurants
• Hotels

Applications

 Techlumen QUDO-35 series LED panels provide 
a reliable illumination.
.
They provide uniform illumination throughout their surface.

They are produced in 2 power versions, 11W and 16W with 
a luminous flux up to 2630lm.

They have a 5 year warranty.

LED surface mounted Downlight

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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DOWNLIGHTS - SURFACE MOUNTED

Polar Intensity Diagram 
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TRIO Series

TRIO LED series LED panels provide uniform illumina-
tion across the surface.

 They are triangular with side lenghts of 60cm, 
100cm and 150cm.
Optionally they can be produced in other sizes.
TRIO can be mounted or pendant. The frame is made 
of aluminum and painted with electrostatic powder 
coating in any color RAL.
 
 TRIO can be installed on ceiling or pendant.

 They have a 5 years warranty.

LED Panel

• Offices
• Retail Stores
• Supermarkets

Applications

DALI 0-10V Em 3h BLUE 
TOOTH

TUNABLE 
CCT
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DOWNLIGHTS - SURFACE MOUNTED

Dimensions

Polar Intensity Diagram
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C-RAY Series

• Shops
• Supermarkets
• Offices

Applications

  Techlumen  LED luminaire   C-RAY, of-
fers powerful, reliable and  low maintenance lighting.

 C-RAY has a wide variety of optics.
They have aluminium body that is powder coated in any 
RAL color

•  L70B10 > 54000h
•  DALI dimming as standard
•  5 years warranty

LED surface mounted Downlight

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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DOWNLIGHTS - SURFACE MOUNTED



138

Polar Intensity Diagram

12o 24o 36o
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DOWNLIGHTS - SURFACE MOUNTED

AURA Series

• Stores
• Residential
• Exhibitions
• Offices
• Restaurants
• Hotels

Applications

 The LED Techlumen AURA series have cylindri-
cal form with thin profile and provide uniform illumination 
throughout the surface.
 They provide powerful illumination, the largest 
version has luminance reaching 34400lm.
 They are made of aluminum and painted with 
electrostatic powder paint in any RAL color. 
 Their installation is easy, they are produced as 
surface mounted, recessed or pendant. 

AURA are produced with 5 year warranty, and have lu-
men maintance index LM80> 70000h.

LED surface mounted/ recessed 
/ pendant fixture

Polar Intensity Diagram

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

Corridor 
function
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SURFACE MOUNTED
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AURA-300 AURA-800AURA-250 AURA-450

Dimensions

AURA-600

AURA-1100AURA-900

AURA-450-slim AURA-600-slim AURA-1100-slimAURA-900-slim
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AURA trimless

SURFACE MOUNTED
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RAY-38 Series

• Retail
• Cafe - Bar
• Galleries
• Restaurants
• Hotels

Applications

  RAY-38  LED fixtures have small dimensions 
with a diameter of only 38mm.

  They are produced with optics of 12o to 55o.
 The minimum length is 100mm and optional it 
can be customized according to specific requirement.

 They come in versions of CCT from 2700K to 
5000K and with CRI up to 97.

  They are painted with electrostatic 
powder coating in any RAL color.
 They can be installed as pendant or on track.

 RAY-38 have LM80> 70000h index and 5 
years warranty.

LED pendant / track spotlight

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

Max Length
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Polar Diagrams

Accesories / Options

Track Version - Stucchi / Global in-track driver Honeycomb

18o 29o 40o 60o

SURFACE MOUNTED
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RAY-50 Series

• Retail
• Cafe - Bar
• Galleries
• Restaurants
• Hotels

Applications

  RAY-50  LED fixtures have small dimensions 
with diameter of 50mm  
  They are produced with optics of 12o 
to 86o.
 The minimum length is 51mm and optional it 
can be customized according to specific requirement.

 They come in versions of CCT from 2700K to 
5000K and with CRI up to 97.

  They are painted with electrostatic 
powder coating in any RAL color.
 They can be installed as pendant, ceiling 
mounted or on track.

 RAY-50 has LM80> 70000h index and 5 years 
warranty.

LED pendant / track spotlight

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

Max Length
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Polar Diagrams

16o 30o 41o 86o12o 49o

Accesories / Options

Track Version - Stucchi / Global in-track driver Honeycomb

SURFACE MOUNTED
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SURFACE MOUNTED
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RAY Series

• Stores
• Residential
• Exhibitions
• Offices
• Restaurants
• Hotels

Applications

 The series of LED spot RAY provides powerful 
lighting with low power consumption and performance up 
to 174 lm / W.

 It is produced in versions with light beam from 13o 
to 61o, and can adapt to different scenarios of architectural 
lighting. 

 RAY is available in 6W to 31W versions, 2700K to 
6500K color temperature and CRI up to 90.

 
 RAY is produced with 5 years warranty.

LED surface mounted / pendant 
/ track spotlight

Dimensions

RAY-c
(ceiling mounted)

RAY-s 
(suspended)

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

Max Length
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RAY-s 
(suspended)

SURFACE MOUNTED
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Polar Intensity Diagram

49o 61o11o 31o

Honeycomb

SURFACE MOUNTED

Wall-Floor Installation
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RAY-120 Series

• Stores
• Residential
• Exhibitions
• Offices
• Restaurants
• Hotels

Applications

 The series of LED spot RAY-120 provides power-
ful lighting with low power consumption and performance 
up to 174 lm / W.

 It is produced in versions with light beam from 13o 
to 61o, and can adapt to different scenarios of architectural 
lighting. 

 RAY-120 is available in 6W to 31W versions, 
2700K to 6500K color temperature and CRI up to 90.

 
 RAY-120 is produced with 5 years warranty.

LED surface mounted / pendant 
/ track spotlight

Dimensions

RAY-120 RAY-120 max 
dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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Polar Intensity Diagram

11o 16o 46o 60o Wallwashing

SURFACE MOUNTED
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COTTO-1 Series

• Stores
• Residential
• Exhibitions
• Offices
• Restaurants
• Hotels

Applications

  COTTO-1 LED fixtures, offer energy effi-
cient high CRI lighting.
 They are made of aluminium and painted with 
powder coating.
 COTTO-1 are equiped with 2 light sources which 
can rotate at an angle of up to 30 °.
 They are produced in ceiling mounted, pendant or 
recessed versions.
 They have 5 year warranty and L80B10 index> 
70000h.

LED fixture

COTTO-1-r (Recessed version)

DALI
0-10V Em 3h

BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

Dimensions

COTTO-1-c (Ceiling mounted)

COTTO-1-s (Suspended)

COTTO-1-r (Recessed)
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Polar Intensity Diagram

12o 24o 36o

55o

16o

41o 49o 86o

SURFACE MOUNTED
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COTTO-2 Series

• Stores
• Residential
• Exhibitions
• Offices
• Restaurants
• Hotels

Applications

COTTO-2 LED fixtures offer energy efficient high CRI light-
ing.
 They are made of aluminium and painted with 
powder coating.
 COTTO-2 are equiped with 2 light sources which 
can rotate at an angle of up to 30 °.
 They are produced in ceiling mounted, pendant or 
recessed versions.
 They have 5 year warranty and L80B10 index> 
70000h.

LED fixture

Dimensions

COTTO-2-c (Ceiling mounted)

COTTO-2-s (Suspended)

COTTO-2-r (Recessed)

COTTO-2-r (Recessed version)

DALI
0-10V Em 3h

BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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Polar Intensity Diagram

12o 24o 36o

55o

16o

41o 49o

86o

SURFACE MOUNTED

Lumen� Lm/W Lumen� Lm/W
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CORDYS Series

• Retail
• Cafe - Bar
• Galleries
• Restaurants
• Hotels

Applications

  Techlumen  LED luminaire CORDYS, offer 
powerful, reliable and  low maintenance lighting
 They are IP66 and IK09 rated.
 CORDYS series has a wide variety of optics 
and it they are suitable for mounting at even  great 
heights.

•  L70B10 > 100000h
•  Constant lumen output (optional)
•  DALI dimming as standard
•  5 years warranty

LED Ceiling Light - IP66

Dimensions

DALI Em 3h BLUE 
TOOTH

CLO

Wall Mounted
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SURFACE MOUNTED

Polar Intensity Diagram 

T2 T3 T4 ME

14ο 30ο 62ο 87ο Asymmetric

“V”
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ZANZIBAR

• Houses
• Cafe - Bar
• Galleries
• Restaurants
• Hotels

Applications

ZANZIBAR luminaires have a cylindrical shape.
They consist of a Φ100 cylinder, divided by an alu-
minum frame.
 They have 2 independent light sources with 3 
operating modes, direct, indirect or simultaneous 360o 
lighting.
 They are produced in 4 length versions with 
CCT from 2700K to 6500K with CRI  80 or 90.
The aluminum frame is painted with powder coating in 
any color from our collection.

They have fabric cables and adjustable suspensions.

Under request there is the option of wireless or wired 
DALI dimming. 

Pendant LED Luminaire Polar Intensity Diagram

DALI Em 3h BLUE 
TOOTH
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PENDANT LUMINAIRES

ZANZIBAR-4

ZANZIBAR-3

ZANZIBAR-2

ZANZIBAR-1

Dimensions
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Indirect Mode

Direct Mode
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ZANZIBAR has 3 operating modes:
1. The indirect lighting function by activating the upper light source.
2. The direct lighting function by activating the lower light source.
3. Simultaneous operation of all sources for maximum brightness

Under request there is the option of wireless or wired DALI dimming. 

PENDANT LUMINAIRES
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BL-V Series

• Retail
• Cafe - Bar
• Galleries
• Restaurants
• Hotels

Applications

  BL series LED luminaires, are available in ver-
sions from 3W to 17W. 
 They are made of aluminium and are painted 
in any RAL color. BL is produced in versions with high 
color rendering index, up to CRI 97, and color tem-
perature selection range from 2700K (warm white), as 
6500K (cool white).
 They are ideal choice for lighting indoor resi-
dential spaces, shops, restaurants and bars. 

Pendant LED Luminaire

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

 BL-26

 BL-30

 BL-35
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PENDANT LUMINAIRES

Polar Intensity Diagram
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BL46 Series

• Retail
• Cafe - Bar
• Galleries
• Restaurants
• Hotels

Applications

  BL46-V series LED luminaires, are available in 
versions from 6W to 31W. 

 They are made of aluminium and are painted 
in any RAL color. BL46-V is produced in versions with 
high color rendering index, up to CRI 97, and color 
temperature selection range from 2700K (warm white), 
as 6500K (cold white).

 They are ideal choice for lighting indoor resi-
dential spaces, shops, restaurants and bars. BL46-V 
has 5 years warranty

Pendant LED Luminaire

Dimensions

Polar Intensity Diagram

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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PENDANT LUMINAIRES

Watt

17W
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COBO Series

 Techlumen COBO series LED luminaires are 
pendant with adjustable direction.

 They are made of aluminum and painted with 
electrostatic powder paint in any RAL color.

 COBO are produced in 6W-25W power out-
puts and in color temperatures of 2700K to 6500K with 
efficacy up to 182 lm / W.

 Additionally they are available in special ver-
sions for illuminating bread and meat products.
 
They come with 5 years warranty. 

Pendant LED Luminaire

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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PENDANT LUMINAIRES

• Retail
• Cafe - Bar
• Galleries
• Restaurants
• Hotels

Applications

Polar Intensity Diagram

11o 16o 46o 60o
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IRIS Series

• Retail
• Cafe - Bar
• Galleries
• Restaurants
• Hotels

Applications

IRIS series LED fixtures are free shaped and curvy. 
They are produced as closed rings, circular or ellip-
soid, or open ended wavy shaped.

The minimum curvature is 300mm and the width can 
be extra slim, only 30mm, or wide, up to 300mm.

They are made of aluminum, painted with electrostat-
ic powder paint in any RAL color and fit with every 
decorative need.

The different diameter versions may be combined 
and create unique compositions.

IRIS are produced with 5 year warranty. 

Pendant LED Luminaire

Dimensions

DALI
0-10V Em 3h

BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT



173

PENDANT LUMINAIRES
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PENDANT LUMINAIRES



176

IRIS Combinations
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Polar Intensity Diagram

IRIS series are modular and can be manu-
factured in custom dimensions and  lumi-
nous flux.
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IRIS series LED fixtures are free shaped and curvy. They are 
produced as closed rings, circular or ellipsoid, or open ended 
wavy shaped.
The minimum curvature is 300mm and the width can be extra 
slim, only 30mm, or wide, up to 300mm.

PENDANT LUMINAIRES
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IRIS-slim Series

• Retail
• Cafe - Bar
• Galleries
• Restaurants
• Hotels

Applications

IRIS-slim series LED fixtures are free shaped and 
curvy. Their height is only 45mm.
 They are produced as closed rings, circular 
or ellipsoid, or open ended wavy shaped.

The minimum curvature is 300mm and the width can 
be extra slim, only 30mm, or wide, up to 300mm.

They are made of aluminum, painted with electrostat-
ic powder paint in any RAL color and fit with every 
decorative need.

The different diameter versions may be combined 
and create unique compositions.

IRIS-slim are produced with 5 year warranty. 

Pendant LED Luminaire

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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Polar Intensity Diagram
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IRIS series LED fixtures are free shaped and curvy. They are 
produced as closed rings, circular or ellipsoid, or open ended 
wavy shaped.
The minimum curvature is 300mm and the width can be extra 
slim, only 30mm, or wide, up to 300mm.

IRIS-Slim series are modular and can 
be manufactured in custom dimensions 
and luminous flux.

 

PENDANT LUMINAIRES
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PENDANT LUMINAIRES
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ROI Series

 ROI LED fixtures have an elegant design.
Their body has asymmetrical parallel engraved 
stripes, and throught them the light is discreetly dif-
fused and offers soft and comfortable lighting in the 
space.
 They are produced in high CRI versions

 DALI, 1-10V or triac dimming is optional.
 
 Wireless dimming and tunable white are pro-
vided under request

 ROI is made of alluminium and is painted with 
powder coating in a great variety of colors.

 ROI series have 5 year warranty.

Pendant LED Luminaire

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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PENDANT LUMINAIRES

Dimensions
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PENDANT LUMINAIRES

RUSTICO Series

 RUSTICO fixtures have a unique retro design.
 They are a combination of 3 bell shaped fixtures 
inside an aluminum round shaped structure and deco-
rated by a rope.
 They are produced in high CRI versions.
DALI, 1-10V or triac dimming is optional.
 Wireless dimming and tunable white are pro-
vided under request

RUSTICO is made of alluminium and is painted with 
poweder coating in a great variety and combination of 
colors.

Pendant LED Luminaire

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

Dimensions
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Polar Intensity Diagram
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PENDANT LUMINAIRES

LIVELLO Series

 LIVELLO fixtures are a combination of alumini-
um and glass.

They are produced in versions with direct or direct and 
indirect lighting

Optionally the perimetrical glass can be lit as well.

They are produced with 5 years warranty

Pendant LED Luminaire

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

Dimensions
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Polar Intensity Diagram

6 X 10W
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PENDANT LUMINAIRES

Applications

DUPLO series LED luminaires are designed to provide 
uniform illumination on work surfaces, where the visual 
precision and visual comfort are required.

DUPLO cover with powerful lighting large areas, even 
from a low mounting height, while minimizing shadows.

They are made of aluminum and painted with electro-
static paint in any RAL color.

The models in the series provide lighting with a color 
temperature of 3000K (warm) 4000K (neutral) or 5000K 
(cool) with efficacy reaching up to 183lm / W.

They are produced with 5 year warranty.

Linear LED Luminaires

• Laboratories
• Schools
• Workshops

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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PENDANT - TASK LIGHTS

ΔιαστάσειςPolar Diagram
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DimensionsDUPLO-X series

DUPLO-X LED luminaires are designed to provide 
uniform illumination on work surfaces, where the visual 
precision and visual comfort are required.

DUPLO-X cover with powerful lighting large areas, even 
from a low mounting height, while minimizing shadows.
It is dimmable and can illuminate the wrok area with 
200lx to 12000lx.

They are made of aluminum and painted with electro-
static paint in any RAL colour.

There are 2 brcket versions, one with 5 joints and one 
with 3 joints, allowing the fixture to adjust in varius posi-
tions.

The models in the series provide lighting with a color 
temperature of 3000K (warm) 4000K (neutral) or 5000K 
(cool) with efficacy reaching up to 183lm / W.

They are produced with 5 year warranty.

Task & Workbench Light

Applications
• Laboratories
• Goldsmiths
• Workshops
• Electronic
• Orthodentists

TASK LUMINAIRES
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On/off push button  - Dim-up / Dim- down

Polar Diagram

3-joint bracket
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LINEAR LED

ALPHA series

 Linear  LED TECHLUMEN ALPHA   is an ideal 
solution for economical linear lighting for commercial 
spaces, educational premises and workshops. 
 
 It is produced in versions of 23W and 28W 
that replace conventional fluorecent 2X36W and 
2X58W systems, offering higher luminous power.

 ALPHA is also available in versions of 10658lm 
and efficacy of 185lm/W.

 Linear LED TECHLUMEN ALPHA series has 
key advantages. They are easy to install, high reliable 
and have outstanding performace. They offer significant 
energy-savings with minimal cost.

All luminaires of ALPHA series have 5 years warranty.

Linear LED Luminaires

Dimensions

Polar Intensity Diagram

120o 90o 60o 40o

asymmetricBatwing double asymmetric
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Êùäéêüò ALPHA-T

Watt

21.5 W

CCT CRI

Åêäüóåéò ALPHA-T

ALPHA-21

ALPHA-31

4000

4000

80

80

Lumen Lm/W

3350

4480

156

14531.0 W

Applications
• Supermarkets
• Stores
• Schools
• Workshops
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LINEAR LED

L series Applications

 L linear LED luminaries provide powerful light-
ing with minimal consumption.
 They are available in versions of 3000K, 
4000K or 5000K and in various lengths, up to 282cm 
and 21300lm.
  In operation they produce minimal heat. 

 L luminaries have 5 year warranty and L80 rat-
ing >70000h 

Linear LED Luminaires
• Warehouses
• Supermarkets
• Offices
• Factories

Dimensions

Polar Intensity Diagram

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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18.6W - 85cm

18.6W - 85cm18.6W - 85cm

18.6W - 85cm
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LINEAR LED

LN series

Applications

 The LN series of Techlumen linear LED Techlu-
men has a slim profile.
  They are produced at any length and can 
adapt to uniform linear interior lighting requirements.  
 They have excellent performance of 173 lm/W 
in warm white version (3000K), 181 lm/W   in neutral 
white version (4000K) and 185 lm/W in cool white ver-
sion (5000K). 
  They are made of aluminium, light-
weight, and painted with electrostatic paint in any RAL 
colour. Their installation is easy; they can be suspend-
ed or installed in a suspended ceiling. 
  Additionally, the LN-XT versions have 
a high colour rendering index of CRI> 90 and meet the 
requirements of spaces and activities where faithful 
colour rendition is important. 
 
 LN luminaires have a five-year warranty.

Linear LED Luminaires

• Offices
• Retail
• Bars
• Galleries
• Hotels

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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LINEAR LED
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Recessed Recessed - trimless

LINEAR LED
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Cross shaped parts L-shaped parts

Rectangular assembly

LN fixtures are produced in linear, angular, cross or L shaped parts and can form a continuous lines   

Wide angle parts
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LINEAR LED

37.2W - 170cm 

10W

18W

27W

36W

49W

59W

69W

79W

89W

100W

37.2W - 170cm 
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37.2W - 170cm 

37.2W - 170cm 
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Φωτομετρική καμπύληPolar Intensity Diagram

Opal Microprismatic - Low UGR
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LINEAR LED

CELL series

Applications

 CELL series LED linear lights provide highly 
comfortable lighting with UGR <16, distributing the light 
into the room without the light source being visible on 
most viewing angles.
 They are light weight with thin profile. They are 
produced in various length and power versions as well 
as in 8 light beam versions, in 16ο, 22ο and 29ο spot 
versions , in wide beam of 46ο, 48ο και 60ο, suitable for 
work environments as well as wallwashing versions.
 Their performance exceeds 180 lm / W and 
has a luminous flux reaching 13600 lm.
 Upon selection, they have the option of dim-
ming and emergency lighting for up to 3 hours.
 They have a maintenance factor of L80B10> 
80000 hours of operation.

The CELL series have a factory warranty of 5 years. 

Low glare linear LED Luminaires

• Offices
• Retail
• Bars
• Galleries
• Hotels

Dimensions

CELL-R

CELL-R recessed

DALI 0-10V Em 3h BLUE 
TOOTH
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LINEAR LED
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36.0W - 70cm 36.0W - 70cm 

36.0W - 70cm 36.0W - 70cm 
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LINEAR LED

Precise anti-glare optics
 

36.0W - 70cm 

36.0W - 70cm 
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LINEAR LED
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Polar Intensity Diagram

16o 22o 29o

46o 48o 60o  BTW

OVAL Wallwashing

Accesories / Options

Barn door

Track Version - Stucchi / Global in-track driver 
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LINEAR LED

CELL-D series

Applications

 CELL-D series LED linear lights provide highly 
comfortable lighting with UGR <19, distributing the light 
into the room without the light source being visible on 
most viewing angles.
 
 Upon selection, they have the option of 
dimming and emergency lighting for up to 3 hours.
 They have a maintenance factor of L80B10> 
80000 hours of operation.

The CELL-D series have a factory warranty of 5 
years. 

Low glare linear LED Luminaires

• Offices
• Retail
• Bars
• Galleries
• Hotels

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH
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36.0W - 70cm 
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36.0W - 70cm 

Polar Intensity Diagram 

64o 68o 77o
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LINEAR LED

LD-T series

Applications

 The LD-T series linear LED has slim profile 
and provide up/down lighting.
  They are produced in any length and can 
adapt to requirements of uniform linear interior lighting.  
 They have excellent performance  of 173 lm/W 
in warm white version (3000K), 181 lm/W   in neutral 
white version (4000K) and 185lm/W in cool white ver-
sion (5000K). 
  They are made of aluminum, they are 
lightweight and are painted with electrostatic paint in 
any RAL color. Their installation is easy. 
 LD-T luminaires have 5 year warranty.
LD-T LED fixtures are also produced with additional 
emergency function, with 1h or 3h or emergency op-
eration during power failures.

Linear LED Luminaires

• Offices
• Retail
• Bars
• Galleries
• Hotels

Dimensions

DALI 0-10V Em 3h
BLUE 

TOOTH
DIM to 
WARM

TUNABLE 
CCT
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Φωτομετρική καμπύληΔιαστάσειςPolar Intensity Diagram

37.2W - 170cm 
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LINEAR LED

CELL-D-T series

Applications

 The CELL-D-T series linear LED has a slim 
profile and provides up/down lighting with UGR<19,  
distributing the light into the room without visible light 
source on most viewing angles. 
  They are produced in various lengths and can 
adapt to uniform linear interior lighting requirements.   

  They are made of aluminium, they are 
lightweight and are painted with electrostatic paint in 
any RAL colour. Their installation is easy. 
 CELL-D-T luminaires have a 5-year warranty.

Linear LED Luminaires

• Offices
• Retail
• Bars
• Galleries
• Hotels

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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Polar Intensity Diagram

64o 77o
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LINEAR LED

RIGA series

Applications

LED Techlumen RIGA series have a slim profile offer-
ing uniform lighting
 They are made of aluminum and are extreme-
ly lightweight.

 They are produced in warm white (2700K 
-3000K) and neutral white (4000K) .
 The driver is external and is easily connected.

 They are produced in various lengths  and in 7 
versions of light distribution.

 All RIGA series luminaires have 5 year war-
ranty. 

Linear LED Luminaires

• Offices
• Retail
• Supermarket
• Warehouses

Dimensions

Slim Slim /
covero 

120o 60o ,90o  ,asym/
batwing

DALI 0-10V

RIGA slim RIGA serial connector
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Polar Intensity Diagram

120o 90o 60o 40o

asymmetricBatwing double asymmetric
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LINEAR LED

STIK series

Applications

LED Techlumen STIK series have a slim profile offer-
ing uniform lighting
 They are made of aluminum and are extreme-
ly lightweight.

 They are produced in warm white (2700K 
-3000K), neutral white (4000K) and cool white (5000K 
& 6500K) versions with CRI up to 92.
 They are DALI controlled. On-body button 
dimming is optional.
 They are produced in various lenghts  and in 7 
versions of light distribution.

 All STIK series luminaires have 5 year war-
ranty. 

Linear LED Luminaires

• Offices
• Retail
• Supermarket
• Warehouses
• Factories

Dimensions

90o 120o 60o asym/batwing

DALI

0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

Driver included

External driver
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LINEAR LED
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R120o R90o R60o

Wall mounted

Polar Intensity Diagram

120o 90o 60o 40o

asymmetricBatwing double asymmetric
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LINEAR LED

LINEAR FOOD FAMILY

 Linear FOOD Lighting LED fixtures provide 
specialized spectrum lighting to promote food prod-
ucts.
 They are lightweight with thin profile. They are 
produced in various length and performance versions 
as well as 6 light beam versions to provide the ideal 
lighting solution in every case of height and installation 
grid density.
 They are easily installed with a snap fit into 
their special fixing pieces.
LINEAR FOOD Family includes 5 spectrum versions 
based on Lumileds FreshFocus Technology.
RM provides spectrum for Red Meat Products. 
MM provides spectrum for Marbled Meat Products.
B provides spectrum for Bread, Pastrie and Cheese 
Products.
F provides spectrum for Fish Products.
P provides spectrum for Fruits and Vegetables.
 LINEAR FOOD family LED fixtures have a fac-
tory warranty of 5 years which can be extended to 8 
years.

Food products lighting fixtures
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Spectrum

Polar Intensity Diagram

120o 90o 60o 40o

asymmetricBatwing double asymmetric

Slim Slim /
covero 

120o 60o ,90o  ,asym/
batwing

Dimensions RIGA FoodDimensions VELISTI Food



233

Red Meat

Enhances Reds for greater visual appeal to meat.
IR and UV free, which keeps the merchandise fresher longer and prevents meat discoloration

 

LINEAR LED
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Marbled Meat

Accentuating the Freshness and Overall Visual Appeal of marbled meat.
IR and UV free, which keeps the merchandise fresher longer and prevents meat discoloration. 

LINEAR LED



236

RIGA-MM Versions



237

Fish

Accentuating the Freshness and Overall Visual Appeal of Fish.
CRI 98, Enhances all colours. Exhibits the most natural and attractive fish.

IR and UV free, which keeps the merchandise fresher longer and prevents meat discoloration 

LINEAR LED
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Bread, Pastries & Cheese

Accentuating the Freshness and Appetite Appeal of Breads and Pastries.
 Prolongs cheese freshness, decreases oxidation rate. 

LINEAR LED
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Fruits & Vegetables

Emphasizes the “just picked” appearance for produce (fruits and vegetables)
Enhances the Green, Red and Yellow. 

LINEAR LED
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ALBA series

 ALBA wall LED fixtures provide discreet and 
comfortable lighting.

 They are made of aluminium and painted in 
any RAL color.

ALBA luminaires have 5 year warranty.
 ALBA LED fixtures are also produced 
with additional emergency function, with 1h or 3h or 
emergency operation during power failures.

Wall LED Luminaires 

DALI 0-10V Em 3h BLUE 
TOOTH

TUNABLE 
CCT

Applications
• Hotels
• Retail
• Bars
• Houses

ALBA-80

Polar Intensity Diagram

ALBA-40

WALL LED LIGHTS



244

Dimensions

ALBA-80

ALBA-40
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ROI-W series

 ROI-W LED wall lights have an elegant de-
sign.

Their body has asymmetrical parallel engraved stripes, 
and throught them the light is discreetly diffused and 
offers soft and comfortable lighting in the space.

 ROI-W are made of alluminium and  painted 
with poweder coating in a great variety of colors.

They have 5 year warranty.

Wall LED Luminaires 

Dimensions

Applications
• Hotels
• Retail
• Bars
• Houses

WALL LED LIGHTS

ROI-W-slim

Polar Intensity Diagram
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ROI-W-slim

ROI-W
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WALL LED LIGHTS

UP series

UP wall LED fixtures provide discreet and comfortable 
lighting.

 They are made of aluminium and painted in 
any RAL color.

UP are produced in 9W, 12W and 16W versions, with 
CCT of 2700K, 3000K or 4000K.

UP luminaires have 5 year warranty.

Wall LED Luminaires 

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

TUNABLE 
CCT

Applications
• Hotels
• Retail
• Bars
• Houses
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Polar Intensity Diagram

WALL LED LIGHTS
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PI series

 UP wall LED fixtures provide discreet and 
comfortable lighting.

 They are made of aluminium and painted in 
any RAL color.

 PI are produced in varius lengths from 400mm 
to 2100mm or even more under request.
 Also IP66 versions are avaliable under re-
quest. 
 
 They are easy to install.

PI luminaires have 5 year warranty.

Wall LED Luminaires 

Dimensions

DALI 0-10V Em 3h
BLUE 

TOOTH
TUNABLE 

CCT

Applications
• Hotels
• Retail
• Bars
• Houses

IP66 version
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WALL LED LIGHTS
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Polar Intensity Diagram
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WALLY series

WALLY  series LED has slim profile and provide uni-
form lighting.
   They have excellent performance  of 
173 lm/W in warm white version (3000K), 181 lm/W   
in neutral white version (4000K) and 185lm/W in cool 
white version (5000K). 
  They are made of aluminum, they are 
lightweight and are painted with electrostatic paint in 
any RAL color. Their installation is easy. 
 WALLY luminaires have 5 year warranty.
 WALLY LED fixtures are also produced with 
additional emergency function, with 1h or 3h or emer-
gency operation during power failures.

Wall LED Luminaires 

Dimensions

Easy Installation - Snap fit in

DALI 0-10V Em 3h BLUE 
TOOTH

TUNABLE 
CCT

Applications
• Hotels
• Retail
• Bars
• Houses

WALL LED LIGHTS
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Polar Intensity Diagram
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WALL LED LIGHTS

SILO series

Applications

SILO LED wall fixtures offer directional lighting.

They are waterproof and suitable for indoor and out-
door use.

They are made of aluminum and painted with powder 
coating in any RAL color

SILO provide lighting with a color temperature of 3000K 
(warm), 4000K (neutral) and 5000K (cool white), in ver-
sions of 6W or 12W.

SILO fixtures have 5 years warranty.

Wall LED Luminaires

• Stores
• Restaurants
• Hotels
• Houses

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

Polar Intensity Diagram
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WALL LED LIGHTS

CALTO-100-S1 series

Applications

 Techlumen  LED CALTO-100-S1 offer pow-
erful, reliable and  low maintenance lighting
 They are IP66 and IK08 rated.
 CALTO-100-S1 series has a wide variety of 
optics and CCT options

•  L70B10 > 100000h
•  5 years warranty

Wall LED Luminaires

• Stores
• Restaurants
• Hotels
• Houses

Dimensions

DALI
0-10V Em 3h

BLUE 
TOOTH
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Polar Intensity Diagram 

16o

30o 41o

86o

12o

49o

asymmetric

5o
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WALL LED LIGHTS

CALTO-100-S2 series

Applications

 Techlumen  LED CALTO-100-S2 offer pow-
erful, reliable and  low maintenance lighting
 They are IP66 and IK08 rated.
 CALTO-100-S2 series has a wide variety of 
optics and CCT options

•  L70B10 > 100000h
•  5 years warranty

Wall LED Luminaires

• Stores
• Restaurants
• Hotels
• Houses

Dimensions

DALI
0-10V Em 3h

BLUE 
TOOTH
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16o

30o 41o

86o

12o

49o

asymmetric

Polar Intensity Diagram 

5o
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WALL LED LIGHTS

CALTO-1 series

Applications

CALTO-1 series are wall mounted LED luminaires that 
combine economy with elegance.

They are made of aluminum and painted with elec-
trostaci powder paint in any RAL color

The models in the series provide lighting with a color 
temperature range from 2700K (warm) to 5000K (cool 
white), and CRI rating up to 90

Wall LED Luminaires

• Stores
• Restaurants
• Hotels
• Houses

Dimensions

DALI
0-10V Em 3h

BLUE 
TOOTH
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Polar Intensity Diagram

Type
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WALL LED LIGHTS

CALTO-2 series

Applications

CALTO-2 series are wall mounted LED luminaires that 
combine economy with elegance.

They are made of aluminum and painted with elec-
trostaci powder paint in any RAL color.

They are waterproof and suitable for outdoor up/down 
architectural lighting.

The models in the series provide lighting with a color 
temperature range from 2700K (warm) to 5000K (cool 
white), and CRI rating up to 90.

Wall LED Luminaires

• Stores
• Restaurants
• Hotels
• Houses

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH
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Polar Intensity Diagram
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WALL LED LIGHTS

MONOLUX series

Applications

Wall-mounted LED spot Monolux series combines 
economy and aesthetics. Monolux are produced in 
versions with light beam from 10o to 50o, and adapt to 
different architectural lighting scenarios.

They are available in a wide power range and light 
temperature. They offer excellent economy and shigh 
luminus power even at low power versions, 

It is IP55 rated.

The models in the series provide lighting with a color 
temperature ranged from 2700K (warm white) to 
6500K (cool white), and there is a choice of color ren-
dering index up to 90 CRI.

Wall LED Luminaires

• Stores
• Restaurants
• Hotels
• Houses

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH
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Polar Intensity Diagram

20o 35o 50o
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WALL LED LIGHTS

ΒΙLUX series

Applications

Wall-mounted LED spot BILUX series combines 
economy and aesthetics. BILUX are produced in ver-
sions with light beam from 10o to 50o, and adapt to 
different architectural lighting scenarios.

They are available in a wide power range and light 
temperature. They offer excellent economy and shigh 
luminus power even at low power versions, 

They are IP55 rated.

The models in the series provide lighting with a color 
temperature ranged from 2700K (warm white) to 
6500K (cool white), and there is an option of color 
rendering index up to 90 CRI.

Wall LED Luminaires

• Stores
• Restaurants
• Hotels
• Houses

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH
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Polar Intensity Diagram

20o
35o 50o
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WALL LED LIGHTS

RAY-2-120-IP series

Applications

 The series of LED spot RAY-2-120-IP provides 
powerful lighting with low power consumption and per-
formance up to 174 lm / W.

 It is produced in versions with light beam from 
13o to 61o, and can adapt to different scenarios of ar-
chitectural lighting. 

 RAY-2-120-IP is available in 9W to 31W ver-
sions, 2700K to 6500K color temperature and CRI up 
to 90.

 
 RAY-2-120-IP is produced with 5 years war-
ranty.

Wall LED Luminaires

• Stores
• Restaurants
• Hotels
• Houses

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH
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Φωτομετρική καμπύληΔιαστάσειςPolar Intensity Diagram

17o 37o 54o



271

WALL LED LIGHTS

TERRA-S series

Applications

TERRA-S luminaires are installed inside walls. They offer energy 
efficient and reliable lighting.

They are made of aluminum, have IP66 rating and IK09 impact 
resistance.
They are produced in different versions of length, power and light 
beam.
They have a 5-year warranty.

Wall LED Luminaires

• Stores
• Restaurants
• Hotels
• Houses

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH
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120o 90o

60o 40o

asymmetricBatwing double asymmetric

Polar Intensity Diagram

50W
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WALL LED LIGHTS

CRYPTO Series

CRYPTO wall recessed LED fixtures offer a reliable and 
elegant lighting solution.
 They are produced in 2700K, 3000K, 4000K or 
5000K. Optional are R,G,B, RBG & RGBW.
 Crypto fit in the exterior concrete or masonry 
and with the application of plaster they become a uni-
form part of the wall.

Wall recessed LED Luminaire

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

Applications
• Stores
• Restaurants
• Hotels
• Houses
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• other luminous flux versions available under request
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WALL LED LIGHTS
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WALL LED LIGHTS
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Gas Station Lighting

HSS  Aegean

Shell - Paros Island

Petrolina - Nicosia
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Shell - Thessaloniki

Kaisis Oil - Thessaloniki
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CPS

• Gas Stations
• Industries

Applications

Dimensions

 LED canopy luminaire Techlumen© CPS is 
the ideal solution for single or double soffit canopies.
 With efficiency up to 206 lm/W and luminous 
power of 4871 lm to 18450 lm, is designed to replace 
conventional lighting of 400W HQI, offering savings of 
more than 85%.
 With the additional capability of the canopy 
lighting replacement system ST-Fit, becomes the 
most economical canopy lighting solution.

 CPS has 5 years warranty. 

LED Canopy Luminaire
CP-Standard

DALI 0-10V Em 3h BLUE 
TOOTH
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CANOPY LIGHTS

Polar Intensity Diagram 
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LCP

• Gas Stations
• Industries
• Retail & Grocery
• Airports
• Hospitals
• Malls

Applications

Dimensions

 LED canopy luminaire Techlumen© LCP is a 
simple, reliable and highly efficient proposal for lighting 
canopies. 
 The installation on existing canopies is ex-
tremely easy,  as the external dimensions are adjusted 
according to requirements. The minimum size of each 
side is only 26cm and can build up to 60cm. Moreover, 
it has a low height, only 10 cm. It is produced in ver-
sions of up to 140W, with a maximum performance of 
28976 lm and 206 lm/W. 
 LCP offers energy savings greater than 80% 
compared to conventional canopy lighting.
The LED chip has a 10-year factory warranty and lu-
men maintenance factor L80> 70000h.
Sensor version with presence operation is optional.
 The luminaire has 5 years warranty. 

LED Canopy Luminaire
LCP

recessed

ceiling mounted

DALI 0-10V Em 3h BLUE 
TOOTH



283

CANOPY LIGHTS

LCP-M ceiling mounted

Polar Intensity Diagram

Wide120o

90o60o45o30o
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LCF

• Gas Stations
• Industries
• Retail & Grocery
• Airports
• Hospitals
• Malls

Applications

Dimensions

 LED canopy luminaire Techlumen© LCF is a 
simple, reliable and highly efficient proposal for lighting 
canopies where external installation in needed. 
 It has minimum dimensions of 23cm X 26cm 
and can be produced with size up to 60x60 cm.
  It is produced in versions of up to 112W. 
 It has a variety of optics, and can provide suit-
able lighting in any height or plan configuration.
  The LED chip has lumen maintenance factor 
L80> 70000h (brightness preservation in 80% of the 
original, after 70000h function). 
 The lumianaire has 8 years warranty. 

LED Canopy Luminaire
LCP-M

DALI 0-10V Em 3h BLUE 
TOOTH



285

CANOPY LIGHTS

Polar Intensity Diagram 

62o 87o “V”

Polar Intensity Diagram 
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OPTIMA@

• Gas Stations
• Canopies

Applications

Dimensions

 Techlumen Optima® LED canopy luminaire 
utilizes Techlumen i-motion® smart energy manage-
ment system. 
 With i-motion®, the luminaire works at low 
power, equal to 30% of full power. When a vehicle 
enters the detection area, i-motion® sets Optima® to 
100% light output, for a selected time duration. i-mo-
tion® leads to excellent level of economy, which can 
result to energy savings of 95%.
  The 93W version provides 15993lm and of-
fers more light output than conventional HQI 250W 
lamp systems. At stand-by operation mode - 31W, Op-
tima® provides light output similar to 150W CFL lamp 
systems. 
 Techlumen LED Optima® have 5 years war-
ranty. The LED chips have 10 years warranty. i-motion® 
system in combination with Optima®’s high quality and 
efficiency, result to significant economic benefits. 

LED Canopy Luminaire
with smart energy management 
system 
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CANOPY LIGHTS

Polar Intensity Diagram 
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CPH

• Gas stations
• Industries
• Retail & Grocery
• Hospitals
• Malls

Applications

 The LED canopy luminaire Techlumen © CP-
High (ST-67 CPH) is the ideal solution for single or 
double soffit canopies with special demands of ex-
tremely powerful illumination.
 With efficiency greater than 20- lm /W and lu-
minous power from 25666 lm to 35768 lm.  
 It is available in cool white or neutral white.

 With the additional capability of the canopy 
lighting replacement system ST-Fit, becomes the 
most economical canopy lighting solution.
 

LED Canopy luminaire
CP-High

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH
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CANOPY LIGHTS

Polar Intensity Diagram 
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Floodlights 

Tennis Court - Dubai - SPC-XT

Thessaloniki  Castle - SPC-H
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LED FLOODLIGHTS

Dubai - SPC-XTE

Padel Court - Athens - SPC-H
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Church - Thessaloniki - RAZOR

Commercial - Athens - RAZOR

Hotel - Santorini - SPC-S
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LED FLOODLIGHTS

Emirates - Dubai - SPC-XT

Rock Island - UAE - RAZOR
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SPC-S

 LED spot Techlumen SPC-S is low in weight, 
minimal in design and small in size for it’s high power 
and efficacy. 
 It has a variety of mounting options and can be 
easilly installed in difficult positions. SPC-S is made of 
alluminium and painted with electrostatic paint. 
 It is produced in 3W to 25W versions, the CCT 
ranges from 1750K (ideal for butcheries), 2500K (ideal 
for bakeries), to 6500K. 
 There are also versions of CRI >90 for applica-
tions that require high color discrimination. It is equiped 
with optics that produce beam of 30o to 120o. 
 The lighting engine consists of Bridgelux Vero 
LED chips, which are backed-up with 10 years warranty. 
The SPC-S has L80 rating >70000h .

LED SPOT

Dimensions

• Shops
• Exhibitions
• Gyms
• Industries
• Bakeries
• Butchers
• Warehouses

Applications

DALI 0-10V Em 3h
BLUE 

TOOTH
DIM to 
WARM

TUNABLE 
CCT
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LED FLOODLIGHTS

Polar Intensity Diagram

Wide 120o 90o 60o

45o 30o

Êùäéêüò
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SPC-H

LED floodlight Techlumen SPC-Η is low in weight, minimal 
in design and small in size for it’s high power and efficacy.  
 It has a variety of mounting options and can be 
easilly installed in difficult positions. 
 SPC-H is made of alluminium and painted with 
electrostatic paint. It is produced in a range of 31W - 160W 
versions, the CCT ranges from 1750K (ideal for butcher-
ies), 2000Κ (ideal for monument lighting) 2500K (ideal for 
bakeries), to 6500K. 
 There are also versions of CRI >90 for applica-
tions that require high color discrimination. It is equiped 
with optics that produce beam of 30o to 120o, or street light-
ing optics. 
 Optionally it can be made of anodized aluminum. 
 The lighting engine consists of Bridgelux Vero 
LED chips, which are backed-up with 10 years warranty. 
The SPC-H has L80 rating >70000h.

LED Floodlight

Dimensions

• Shops
• Exhibitions
• Gyms
• Industries
• Bakeries
• Butchers
• Warehouses

Applications

31W 36W - 160W

DALI 0-10V Em 3h
BLUE 

TOOTH
DIM to 
WARM

TUNABLE 
CCT

Anodised version
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LED FLOODLIGHTS

Polar Intensity Diagram

Wide120o

90o60o45o30o

• CRI 90 upon request



298

Thessaloniki’s Castle - 2000K CCT
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LED FLOODLIGHTS

Hagios Demetrios  - 2000K CCT

Basketball Courts - Rhodes
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SPC-XT

 Techlumen LED floodlight SPC-XT is lightweight, 
with small profile and extremely strong performance.
 It is made of aluminum and  painted with electro-
static powder paint in a wide RAL color selection.
 It is produced in versions of 110W, 140W and 
192W.
It is extremely efficient, with efficiency up to 206 lm / W 
and 36900 lm
 The CCT can be selected between 2000K (warm 
white), as and 5000K (cool white). The projector is IP67 
rated. The optics are made from glass borosilicate glass of 
high thermal and mechanical resistance.
 Optionally it can be made of anodized aluminum.
There is a selection of beam angles  from 30o to 120o.
It has 5 years warranty, durability index L80> 70000h, 
while the LED chip has 10-year factory warranty.

LED FLOODLIGHT

Dimensions

• Stadiums
• Exhibitions
• Gyms
• Industries
• Warehouses

Applications

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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LED FLOODLIGHTS

• CRI 90 upon request

Polar Intensity Diagram

Wide 120o 90o 60o

45o 30o
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SPC-XTE

 Techlumen LED floodlight SPC-XTE is light-
weight, with small profile and extremely strong perfor-
mance.
 It is made of aluminum and  painted with electro-
static powder paint in a wide RAL color selection.
 It is produced in versions of 210W and 288W.
It is extremely efficient, with efficiency up to 203 lm / W 
and 55350 lm
 The CCT can be selected between 2000K (warm 
white), as and 6500K (cool white). The projector is IP67 
rated. The optics are made from glass borosilicate glass 
of high thermal and mechanical resistance.
 Optionally it can be made of anodized aluminum.
There is a selection of beam angles  from 30o to 120o.
It has 5 years warranty, durability index L80> 70000h, 
while the LED chip has 10-year factory warranty

LED FLOODLIGHT

Dimensions

• Stadiums
• Exhibitions
• Gyms
• Industries
• Warehouses

Applications

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

LED FLOODLIGHTS
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LED FLOODLIGHTS
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LED FLOODLIGHTS

• CRI 90 upon request

Polar Intensity Diagram

Wide 120o 90o 60o

45o 30o
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SPC-XS

 Techlumen LED floodlight SPC-XS has extreme-
ly strong performance, reaching 110700 lm.
 It is made of aluminum and  painted with electro-
static powder paint in a wide RAL color selection.

 The CCT can be selected between 2000K (warm 
white), as and 5000K (cool white). The projector is IP67 
rated. The optics are made from glass borosilicate glass 
of high thermal and mechanical resistance.
Optionally it can be made of anodized aluminum.

There is a selection of beam angles  from 30o to 120o.
It has 5 years warranty upgradable to 8y, L80B10 index > 
70000h, while the LED chip has 10-year factory warranty

LED FLOODLIGHT Dimensions

• Stadiums
• Exhibitions
• Gyms
• Industries
• Warehouses

Applications

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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LED FLOODLIGHTS

Polar Intensity Diagram

Wide 120o 90o 60o

45o 30o

• CRI 90 upon request
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SPC-XSE

Techlumen LED floodlight SPC-XSE has extremely strong 
performance, reaching 160277 lm.
  It is made of aluminum and  painted with electro-
static powder paint in a wide RAL color selection.

 The CCT can be selected between 2000K (warm 
white), as and 5000K (cool white). The projector is IP67 
rated. The optics are made from glass borosilicate glass 
of high thermal and mechanical resistance.
Optionally it can be made of anodized aluminum.

There is a selection of beam angles  from 30o to 120o.
It has 5 years warranty upgradable to 8y, L80B10 index > 
70000h, while the LED chip has 10-year factory warranty

LED FLOODLIGHT

Dimensions

• Stadiums
• Exhibitions
• Gyms
• Industries
• Warehouses

Applications

DALI 0-10V Em 3h
BLUE 

TOOTH
DIM to 
WARM

TUNABLE 
CCT
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LED FLOODLIGHTS

Polar Intensity Diagram

Wide 120o 90o 60o

45o 30o

• CRI 90 upon request
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FL-I series

Techlumen FL series LED Floodlights offer powerful high-
performance lighting.

They are produced in various versions of power and light 
beam.
The 14o and 30o versions are an ideal solution for light-
ing large areas. It is suitable for installation in columns of 
>16m height and ideal for stadium, parking spaces and 
port facilities lighting.
They are made of aluminum and can be painted with elec-
trostatic powder coating in any RAL color.
FL are IP66 and IK09 rated.
They are produced in versions from 12W to 1100W.
They are is extremely efficient, with a luminous power up 
to 156193 lm.
The optics are made of PC with high mechanical and ther-
mal resistance.
Optionally they can be made of anodized aluminum.

FL are produced with 5-year and 7-year warranty and 
have L80B20 > 70000h.

LED FLOODLIGHTS

• Stadiums
• Exhibitions
• Gyms
• Industries
• Warehouses

Applications

DALI 0-10V Em 3h BLUE 
TOOTH

Polar Intensity Diagram

T2 T2L

T3 T3L T4 - asymmetric 50o 
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LED FLOODLIGHTS

FL-I  1 module dimensions

• 50oC upon request



314

FL-I 2 modules dimensions

• 50oC upon request
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LED FLOODLIGHTS

FL-I 4 modules dimensions

• 50oC upon request
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FL-I 6 modules dimensions

• 50oC upon request
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LED FLOODLIGHTS
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• 50oC upon request

FL-I 8 modules dimensions
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LED FLOODLIGHTS

FL-I 12 modules dimensions

• 50oC upon request
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FL-I 18 modules dimensions

• 50oC upon request
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LED FLOODLIGHTS

F-SPECTRA-2

F-SPECTRA-2 LED floodlights are ideal for architec-
tural lighting.

They are IP66 rated and have excellent durability. Option-
ally they are made of anodized aluminium and are suitable 
for use in highly adverse environments.
They are lightweight with a thin profile. They are produced 
in various versions of length and performance and have a 
wide variety of versions of a light beam.

F-SPECTRA-2 are DALI, or CASAMBI wireless controlled 
and can produce over 16 million hues of light

F-SPECTRA-2 LED fixtures are produced with a facto-
ry warranty of 5 years.

LED RGBW Floodlight

DALI Em 3h CASAMBIPolar Intensity Diagram

5o 14o 28o

O

11o

31o 44o wallwashing 105o
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DALI / bluetooth 4ch control  
White options: 2700K / 3000K / 4000K / 5000K

Dimensions
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LED FLOODLIGHTS

QUADRO & QUADRO-S

 QUADRO LED projector provides powerful light-
ing with low power consumption and performance up to 
182 lm / W.

 It is produced in versions with light beam from 5o 
to 86o, and can adapt to different scenarios of architectural 
lighting. 

 QUADRO is made of aluminium.
It can be installed on the ground, on walls, or even grass 
and on trees with the optional mounting accessories.
 It is produced also with Techlumen RGBW mod-
ules and can be controlled with DALI, DMX or bluetooth.
 
 QUADRO  is produced with 5 years warranty.

LED projector Dimensions

• Architectural Lighting
• Garden Lighting
• Hotels
• Houses
• Restaurants

Applications

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT DMX

QUADRO QUADRO-S

QUADRO QUADRO-S
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LED FLOODLIGHTS
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Dimensions

QUADRO-M

 QUADRO-M is the smaller version of QUADRO
with external driver

LED projector

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

DMX

QUADRO-M QUADRO-S-M
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LED FLOODLIGHTS
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12o 24o 36o

55o

16o

41o 49o 86o

Polar Intensity Diagram - QUADRO-S

5o 14o 28o

O

11o

31o 44o

Polar Intensity Diagram - QUADRO

Accessories

Honeycomb Spike Tree strap
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LED FLOODLIGHTS

RECTO-S

 The RECTO-S LED floodlight is an excellent 
choice for illuminating outdoor spaces. 

 The RECTO-S LED floodlight reaches a luminous efficacy 
of 163 lumens per watt, a power of up to 42W and a lumi-
nous flux of up to 5240 lumens
 It is available in a range of CCTs, including 2000K, 2700K, 
3000K, 4000K, and 5000K so that you can choose the per-
fect colour temperature for your needs. This makes it ideal 
for creating a cozy and inviting atmosphere or a more vi-
brant look.
Additionally, the optics of the RECTO-S floodlight have a 
great variety, with a beam angle of 5 to 44 degrees.
RECTO-S is made of aluminium.
It can be installed on the ground, on walls, or even grass 
and on trees with the optional mounting accessories.

RECTO-S LED floodlight is a smart choice for illuminating 
outdoor spaces. It is energy-efficient, durable, and versa-
tile, and has a range of color temperatures and optics to 
suit your needs. 
   
 

LED projector Dimensions

• Architectural Lighting
• Garden Lighting
• Hotels
• Houses
• Restaurants

Applications

DALI 0-10V Em 3h BLUE 
TOOTH
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Polar Intensity Diagram
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Dimensions

RECTO-RGBW

RECTO-RGBW fixtures are ideal for architectural 
lighting.
 They are IP66 rated and have excellent durability. 

 They are lightweight with thin profile. 

  RECTO-RGBW LED fixtures have a fac-
tory warranty of 5 years.

LED projector

DALI Em 3h BLUE 
TOOTH

DMX

external 
driver

internal 
driver

type A type B

type A type B

LED FLOODLIGHTS
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Polar Intensity Diagram

Accessories

Honeycomb Spike Tree strap

20o 30o 40o 55o
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DimensionsTICO

 TICO LED spotlights offer powerful lighting with a 
high efficiency of up to 182 lm/W

They are small in size, light in weight, made of aluminum 
and produced in beam versions from 10o to 59o, making 
them a useful tool for many architectural lighting scenarios.

It can be installed on the floor, on a wall, even on the 
ground, on grass or in trees, with the use of the appropri-
ate accessories.

 TICO  is produced with 5 years warranty.

LED projector

Tico - Spike

LED FLOODLIGHTS
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LED FLOODLIGHTS
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10o 14o

Polar Intensity Diagram 

6W

19o 22o

47o

43o

19o 27o

9W - 12W

38o 55o

25o 34o

17W - 25W

39o 59o
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Industrial Lighting

Adaptability:

Vast selection of optics and  luminous flux versions, can 
meet the requirements of industrial spaces and ware-
houses, providing the ideal lighting solution for any con-
figuration.

Reliability:

Surge protection of 4 KV/ 8KV/ 10KV / 20KV. 
Light fixtures with great operating temperature range 
(-40oC - +60oC).
5 - 8 years warranty.

1 2
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Efficiency:

>170 lm/W in most models 

Smart:  

DALI / 1-10V control.
Sensors applicable 
Emergency modes up to 3hrs

3 4
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HBR-V

• Industries
• Exhibition Buildings
• Warehouses
• Food Premises

Applications

 Techlumen industrial high bay LED lumi-
naires HBR-V series, offer powerful, reliable eco-
nomical lighting. 
 It is circular in shape and haw low volume. 
The smart design keeps working temperature low 
leading to long life and high efficiency. It comes with 
a variety of optics selection, with a range of 30o to 
120o. 
 It is waterproof/dustproof with IP rating IP66. 
It is an ideal solution for industrial lighting and for 
spaces with sensitive material such as food proces-
sion.
 HBR reaches luminus power up to 36900 lm 
and efficacy of 206 lm/W.

 HBR has 5 years warranty, versions of 8 
years warranty are available under request.

LED Highbay luminaire HBR-V Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

Performance Guide

Fixture HBR-R90-750-54

Illuminance 300lx

Uniformity 0.66

Spacing 5.0m X 5.0m

Maintenance 0.8

Reflectance 70/50/20
Ceiling Height 6.0m

Working plane 0.8m
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INDUSTRIAL LIGHTS

Polar Intensity Diagram

Wide120o

45o30o

50W

 

50W

 

90o60o

• CRI 90 upon request
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INDUSTRIAL LIGHTS
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HBH-R

• Industries
• Exhibition Buildings
• Warehouses
• Food Premises

Applications

 Techlumen industrial high bay LED lumi-
naires HBH-R series, offer powerful, reliable eco-
nomical lighting. 
 Smart design keeps working temperature 
low leading to long life and high efficiency. It comes 
with a variety of optics selection, with a range of 30o 
to 120o. 
 It is waterproof/dustproof with IP rating IP66. 
It is an ideal solution for industrial lighting and for 
spaces with sensitive material such as food proces-
sion.

 HBH-R reaches luminus power up to 73800 
lm and efficacy of 206 lm/W.
 HBR has L70 rating >100000h.

 HBH-R has 5 years warranty, upgradable to 
8 years  and the LED chip has 10 years warranty.

LED Highbay luminaire HBH-R Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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INDUSTRIAL LIGHTS

50W

 
• CRI 90 upon request

Polar Intensity Diagram
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CABANA

• Factories
• Warehouses

Applications

CABANA series industrial LED fixtures CABANA de-
livers powerful, economical and reliable lighting.
They are lightweight and made of aluminum. 
They are IP rated, durable and suitable to be installed 
even in harsh environments.
They are an excellent solution for industrial or ware-
house lighting.
Moreover, they have minimal heat emission, they are 
unbreakable and they do not emit UV or IR rays mak-
ing them an excellent lighting solution for food prepa-
ration areas or other sensitive products areas.
They have high luminous efficiency, which reaches 
36900 lm with efficacy of 206 lm/W,  having minimal 
power consumption.
They have a wide selection of beam angles (45o - 
120o, the optics are made of heavy duty borosilicate 
glass or extremely durable silicone.
 The core is the LED-chip Bridgelux USA, 
Vero series with LM80 rating > 70.000 hours.
CABANA series have 5-year warranty, and the LED 
chip has 10-year warranty.

LED Highbay Industrial
luminaire

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT

Performance Guide

Fixture CABANA-
R60-750-70

Illuminance 308lx

Uniformity 0.67

Spacing 6.0m X 6.0m

Maintenance 0.8

Reflectance 70/50/20
Mounting 
Height

9.0m

Working plane 0.8m
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INDUSTRIAL LIGHTS

Polar Intensity Diagram
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• CRI 90 upon request
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HB-L

• Factories
• Warehouses

Applications

 Techlumen industrial high bay LED lumi-
naires HB-L series, offer powerful and, reliable light-
ing.
 They are IP66 rated, they have IK09 rating 
and reach up to 18040 lm.
 HB-L series has a wide variety of optics 
and it they are suitable for mounting at even   great 
heights.

•  Up to 182 lm/W 
•  L70B10 > 800000h
•  Constant lumen output (optional)
•  DALI dimming as standard
•  8 years warranty

LED Highbay Industrial
luminaire

Dimensions

HB-L1

HB-L2

DALI Em 3h BLUE 
TOOTH

CLO
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INDUSTRIAL LIGHTS

Polar Intensity Diagram T2 T2L
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HB-DURO-H

 Techlumen industrial high bay LED lumi-
naires HB-DURO-H series, offer powerful, reliable 
and  low maintenance lighting, even in the harshest 
environments with ambient temperature up to 60oC.
 They are IP66 rated, they have IK09 rating 
and reach up to 33070lm.
 HB-DURO series has a wide variety of optics 
and it they are suitable for mounting at even   great 
heights.

•  Up to 198 lm/W 
•  L70B10 > 100000h
•  Constant lumen output (optional)
•  DALI dimming as standard
•  Great operating temperature range (-40oC - +60oC)
•  8 years warranty 

LED Highbay Industrial
luminaire

DALI Em 3h BLUE 
TOOTH

CLO

Πλεονεκτήματα

Dimensions

Performance Guide

Fixture HB-DURO-H-
750-80-R30

Illuminance 379lx

Uniformity 0.72

Spacing 8.0m X 8.0m

Maintenance 0.8

Reflectance 70/50/20
Ceiling Height 16.0m

Working plane 0.8m
• Factories
• Warehouses

Applications
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INDUSTRIAL LIGHTS
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HB-DURO-XT

 Techlumen industrial high bay LED lumi-
naires HB-DURO-XT series, offer powerful, reliable 
and  low maintenance lighting, even in the harshest 
environments.
 
They are IP66 rated, they have IK09 rating and reach 
up to 66140lm.
 
 HB-DURO series has a wide variety of optics 
and it they are suitable for mounting at even   great 
heights.

•  Up to 198 lm/W 
•  L70B10 > 100000h
•  Constant lumen output (optional)
•  DALI dimming as standard
•  Great operating temperature range (-40oC -  to 60oC)
•  8 years warranty

LED Highbay Industrial
luminaire

DALI Em 3h BLUE 
TOOTH

CLO

Dimensions

Performance Guide

Fixture HB-DURO-XT-
750-160-R30

Illuminance 334lx

Uniformity 0.60

Spacing 15.0m X 15.0m

Maintenance 0.8

Reflectance 70/50/20
Ceiling Height 16.0m

Working plane 0.8m

• Factories
• Warehouses

Applications



351

INDUSTRIAL LIGHTS
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VELISTI series

• Industry
• Parking spaces
• Warehouses
• Workshops

Applications

 VELISTI series linear LED fixtures of have an inno-
vative design.
 They are IP66 rated and have excellent durability. 
They are made of anodized aluminum and are suitable for 
use in extreme adverse environments.
 They are lightweight with thin profile. They are pro-
duced in various length and performance versions as well as 
6 light beam versions to provide the ideal lighting solution in 
every case of height and installation grid density.
 Their performance reaches up to 185 lm/W and 
have luminous flux of up to 21300lm.
 They are easily installed with a snap fit into their 
special fixing pieces.
  They have a lumen maintenance factor of 
L80B10> 80000 hours of operation.
The VELISTI series LED fixtures have a factory warranty of 
5 years, while the VELISTI-IND has 8 years.

Waterproof linear LED 
luminaires

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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37.2W - 170cm 

37.2W - 170cm 
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37.2W - 170cm 

37.2W - 170cm 

INDUSTRIAL LIGHTS
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Color Rendering
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Performance Guide

Fixture VELISTI-282-SP-
R90-750-120

Illuminance 324lx

Uniformity 0.60

Spacing 6.25m X 6.25m

Maintenance 0.8

Reflectance 50/30/20
Mounting 
Height

8.0m

Working plane 0.8m

Polar Intensity Diagram

120o 90o 60o 40o

asymmetricBatwing double asymmetric

Fixture VELISTI-
145-e-840-46

Illuminance 369lx

Uniformity 0.77

Spacing 4.00m X 4.00m

Maintenance 0.8

Reflectance 50/30/20
Mounting 
Height

2.8m

Working plane 0.8m

Fixture VELISTI-
282-SPX-850-188

Illuminance 325lx

Uniformity 0.62

Spacing 7.50m X 7.50m

Maintenance 0.8

Reflectance 50/30/20
Mounting 
Height

12.0m

Working plane 0.8m

INDUSTRIAL LIGHTS
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ARO series

• Industry
• Parking spaces
• Warehouses
• Workshops

Applications

 Techlumen LED ARO series luminaires provide 
powerful and low cost lighting.
 
Their operation does not produce heat and has excellent ef-
ficiency. They are waterproof with IP65 rating. 
 ARO are guaranteed for 5 years and have L80> 
80000h.
 
 

Waterproof linear LED 
luminaires

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

DIM to 
WARM

TUNABLE 
CCT
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INDUSTRIAL LIGHTS

Polar intensity diagram

Êùäéêüò ALPHA-T

Watt CCT CRI
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4000

4000

80

80
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3350

4480

156

145

60.0 W
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Street - Outdoor Lighting

Katerini

Abu Dhabi
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Egaleo

Katerini

Thessaloniki



364

DROMOS

• Street Lighting
• Industries
• Warehouses
• Parking Facilities

Applications

DROMOS LED streets lights stand out for their qual-
ity, performance and high reliability.
 They are lightweight, made of aluminum al-
loy, designed to ensure low operating temperature, 
optimized performance and maximum lifespan.
 They are produced in various versions of op-
tics and power and provide ideal solution to any road 
lighting scenario.
 Wireless dimming and control is optional. 
 The luminaires have high overvoltage pro-
tection up to 6KV or optional up to 20KV,  and lu-
men maintenance rating  L70B10> 70,000 operat-
ing hours.
 DROMOS series have efficacy up to 178  lm/ 
W.

DROMOS LED lights have a 5-year warranty that 
can be upgraded to 8 years.

LED Street Light

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

12W, 17W, 27W, 37W, 55W

25W, 35W, 40W, 46W, 52W, 63,W 68W, 73W

39W, 57W, 71W, 82W, 92W, 104W, 110W, 116W, 
127W, 136W, 150W
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STREET - OUTDOOR LIGHTS

50W 50W

• 50oC upon request

Accessories

adjustable bracket (0o - 90o)
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STREET LIGHTS

DROMOS-C

• Street Lighting
• Industries
• Warehouses
• Parking Facilities

Applications

DROMOS-C LED streets lights stand out for their 
quality, performance and high reliability.
 
They are lightweight, made of aluminum, with a de-
sign that ensures a low operating temperature and 
optimizes the performance and maximizing lifespan. 
The LED engine have a cover of borosilicate glass of 
high thermal and mechanical resistance.

The luminaires have high overvoltage protection up 
to 6KV or optional up to 20KV,  and lumen mainte-
nance rating  L80B10> 100,000 operating hours.

DROMOS-C series have performance that reach up 
to 53652 lm with efficacy of 206 lm / W.

CCT of 2000K that resembles Sodium lamps is also 
availble, and provide significantly higher CRI and ef-
ficacy than the conventional lamps. 

Wireless dimming and control is optional.

DROMOS-C LED lights have a 5-year warranty 
that can be upgraded to 8 years

LED Street Light

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH
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Polar Intensity Diagram
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STREET LIGHTS

F-STR-V

• Street Lighting
• Industries
• Warehouses
• Parking Facilities

Applications

LED F-STR-V series street lights provide reliable 
and highly efficient lighting. They are lightweight, 
made of aluminum, with a design that ensures a 
low operating temperature and optimizes the per-
formance and maximizing lifespan. The LED engine 
have a cover of borosilicate glass of high thermal 
and mechanical resistance.

The luminaires have high overvoltage protection up 
to 6KV or optional up to 20KV,  and lumen mainte-
nance rating  L80B10> 100,000 operating hours.

The F-STR series have performance that reach up 
to 53652 lm with efficacy of 200 lm / W.

CCT of 2000K that resembles Sodium lamps is also 
availble, and provide significantly higher CRI and ef-
ficacy than the conventional lamps. 

Wireless dimming and control is optional.

The luminaire has a 5-year warranty, while the LED 
is offered with 10-year warranty. 

LED Street Light

Dimensions

FH-STR-V

FS-STR-V

FHE-STR-V

DALI 0-10V Em 3h BLUE 
TOOTH
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Polar Intensity Diagram
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STREET LIGHTS

ASTRADA

• Street Lighting
• Industries
• Warehouses
• Parking Facilities

Applications

 ASTRADA catenary LED street lights  offer 
powerful, economical and reliable lighting.
They are light and made of aluminum. They are IP67 
rated, durable with IK09 rating and suitable to be in-
stalled in the demanding urban environment.
Their design provides the illuminating excellent heat 
dissipation and ensures high performance and reli-
ability.
They have a luminous performance, which reaches 
17287 lm with 174m / W.
In addition, they have high surge protection of 10KV 
or optionally of 20KV.
The ASTRADA series luminaires are produced with 
a 5 year warranty with the option of extending to 8 
years and L80B10 > 70000h.

LED Catenary Light

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH
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STREET LIGHTS

PERIUS

• Parks
• Roads
• Hotels
• Parkings

Applications

 Urban LED luminaires Techlumen PERIUS 
deliver outstanding performance with low power con-
sumption. They have classic design, to fit harmonious-
ly in public or private areas where traditional or classi-
cal architecture dominates.
 PERIUS is produced in versions of 17W to 
54W, with maximum lihgt output of 10079 and luminus 
efficacy of 189 lm/W.
 The color temperature ranges from 2000K 
that resembles Sodium lamps, and provide signifi-
cantly higher CRI and efficacy than the conventional 
lamps, to 5000K (cool white).
 PERIUS is offered with 5 year warranty, while 
the LED chip has 10 year warranty.

Urban LED 
Light

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH
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STREET LIGHTS

Polar Intensity Diagram
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PERIUS-60

• Parks
• Roads
• Hotels
• Parkings

Applications

 Urban LED luminaires Techlumen PERIUS 
deliver outstanding performance with low power con-
sumption. They have classic design, to fit harmonious-
ly in public or private areas where traditional or classi-
cal architecture dominates.
 PERIUS-60 is produced in versions of 12W to 
73W, with maximum lihgt output of 11600 and luminus 
efficacy of 182 lm/W.
 They are IP66 and IK09 rated.
PERIUS-80 is offered with 5 year warranty.

Urban LED 
Light

Dimensions

DALI 0-10V Em 3h
BLUE 

TOOTH
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Polar Intensity Diagram
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PERIUS-80

• Parks
• Roads
• Hotels
• Parkings

Applications

 Urban LED luminaires Techlumen PERIUS 
deliver outstanding performance with low power con-
sumption. They have classic design, to fit harmonious-
ly in public or private areas where traditional or classi-
cal architecture dominates.
 PERIUS-80 is produced in versions of 12W to 
73W, with maximum lihgt output of 11600 and luminus 
efficacy of 182 lm/W.
 They are IP66 and IK09 rated.
PERIUS-80 is offered with 5 year warranty.

Urban LED 
Light

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH
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Polar Intensity Diagram
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DROMOS-X

 DROMOS-X is a versatile retrofit kit for the ad-
aptation of pre-existing luminaires and historic lanterns, 
to the newest LED technology, achieving high perfor-
mance and significant energy savings. 

DROMOS-X  stand out for their quality, performance 
and high reliability.
 They are lightweight, made of aluminum alloy, 
designed to ensure low operating temperature, opti-
mized performance and maximum lifespan.
 They are produced in various versions of optics 
and power and provide ideal solution to any road light-
ing scenario.
 Wireless dimming and control is optional. 
 The luminaires have high overvoltage protec-
tion up to 6KV or optional up to 20KV,  and lumen 
maintenance rating  L70B10> 70,000 operating hours.
 DROMOS-X series have efficacy up to 182 lm/ 
W.
DROMOS-X have a 5-year warranty that can be up-
graded to 8 years.

LED RETROFIT 
KIT

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH
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STREET LIGHTS

• 50oC upon request

Polar Intensity Diagram
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POLIS

• Parks
• Roads
• Hotels
• Parkings

Applications

 Techlumen© LED urban luminaire POLIS se-
ries has an austere and modern design.
 
POLIS is produced in versions from 17W to 72W with 
maximum luminous flux of 12216 lux.
 It is lightweight, made of aluminum and paint-
ed with electrostatic paint in any RAL color.
 The luminaires have high overvoltage pro-
tection up to 6KV or optional up to 20KV,  and lu-
men maintenance rating  L70B10> 70,000 operat-
ing hours.
 They has a wide range of optics to offer a so-
lution to various scenarios of urban lighting.
  POLIS have 5 year warranty, with the 
option of extending to 8 years.

Urban LED 
Light

Dimensions
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Polar Intensity Diagram
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ZED

• Parks
• Roads
• Hotels
• Gardens

Applications

 Techlumen© LED urban luminaire ZED se-
ries has an austere and modern design.
 It provides indirect lighting and ensures visual 
comfort while maintaining excellent performance.
ZED is produced in versions from 12W to 54W with 
maximum luminous flux of 10079 lux.
 It is lightweight, made of aluminum and paint-
ed with electrostatic paint in any RAL color.
 The light diffuses symmetrically by reflection 
on the special component that is attached on the top, 
which can be painted in colors that produce corre-
sponding light color, to match the aesthetic require-
ments of the architect and the end user. The compo-
nent is easily replaced by another of a different hue.  
 This enables to change the light color at will 
at a minimum cost.
 ZED has 5 year warranty, while the Bridgelux 
LED Chip has 10 year guarantee. 

Urban LED 
Light

Dimensions
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TOOTH
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Polar Intensity Diagram
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PYRSOS

• Parks
• Roads
• Hotels
• Gardens

Applications

 Techlumen© LED urban luminaire PYRSOS 
series has an austere and modern design.
 It provides indirect lighting and ensures visual 
comfort while maintaining excellent performance.
PYRSOS is produced in versions from 12W to 54W 
with maximum luminous flux of 10079 lux.
 It is lightweight, made of aluminum and paint-
ed with electrostatic paint in any RAL color.
 The light diffuses symmetrically by reflection 
on the special component that is attached on the top, 
which can be painted in colors that produce corre-
sponding light color, to match the aesthetic require-
ments of the architect and the end user. The compo-
nent is easily replaced by another of a different hue.  
 This enables to change the light color at will 
at a minimum cost.
 PYRSOS has 5 year warranty, while the 
Bridgelux LED Chip has 10 year guarantee.

Urban LED 
Light

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

STREET LIGHTS
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Polar Intensity Diagram
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CIVITA

• Parks
• Roads
• Hotels
• Gardens

Applications

 Urban LED luminaires Techlumen CIVITA 
deliver outstanding performance with low power con-
sumption. 
 They are lightweight, made of aluminum and 
painted with electrostatic paint in any RAL color
 
 CIVITA are produced in versions of 12W to 
72W, with maximum light output of 12216lm and ef-
ficacy of 204 lm/W.
 They are IP66 and IK09 rated.

Urban LED 
Light

Dimensions
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TOOTH

STREET LIGHTS
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Polar intensity diagram
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STREET LIGHTS

DimensionsWall mounted version
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ARES-55

• Parks
• Roads
• Hotels
• Gardens

Applications

 Urban LED luminaires Techlumen CIVITA 
deliver outstanding performance with low power con-
sumption. 
 They are lightweight, made of aluminum and 
painted with electrostatic paint in any RAL color
 
 CIVITA are produced in versions of 12W to 
72W, with maximum light output of 12216lm and ef-
ficacy of 204 lm/W.
 They are IP66 and IK09 rated.

Urban LED 
Light

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

STREET LIGHTS

Polar Intensity Diagram
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ARIADNE

• Parks
• Roads
• Hotels
• Gardens

Applications

 The LED street light fixture Techlumen © ARI-
ADNE offers reliable, powerful and economical lighting 
for outdoors, such as the lighting of parks, gardens and 
trails.

 It has two light sources, an illuminated cylindri-
cal surface 75cm tall, and an aluminum hat that offers 
indirect lighting.

 The luminaire has direct/indirect lighting mode 
selector. Simultaneous direct and indirect lighting is 
also selectable in order to provide the maximum lumi-
nus power.

It is produced in four power output versions from 56W 
to 78W and has luminous flux up to 11054lm.

Designer: Rania Stamataki, Architect

Urban LED 
Light

Dimensions
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TOOTH

STREET LIGHTS
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Polar Intensity Diagram
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CYCLOP

• Parks
• Roads
• Hotels
• Gardens

Applications

 LED Cyclop pole top luminaires, are the evo-
lution of the conventional Hermes post top luminaire 
produced by our company.

 Tested design, simple lines, cylindrical form. 
They are redesigned to adapted to LED technology.

 LED Cyclop fixtures produce symmetric 
lighting and offer economic, efficient and reliable ex-
terior lighting.  

Post Top LED 
Fixture

Dimensions

DALI 0-10V Em 3h
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STREET LIGHTS
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THERA

• Parks
• Roads
• Hotels
• Gardens

Applications

 Techlumen© THERA LED fixtures have a tra-
ditional lantern shape. 

They are produced in varius power versions with lumi-
nus power up to 10079lm.
 They can be installed on wall or on pole.

 They are made from aluminium and can be 
painted in any RAL colour with excellet durability.

Urban LED 
Fixture

Dimensions
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STREET LIGHTS
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iLO series

• Street Lighting
• Industries
• Warehouses
• Parking Facilities

Applications

 The autonomous LED solar street lighting sys-
tem Techlumen iLO stands for excellent autonomy, reli-
ability and performance. It consists of three units:
1.The unit of photovoltaic panel
2.The unit of the battery and controller
3.The street luminaire.

 The three units are adjusted to the pole, in any 
position and direction, allowing the optimal orientation of 
the photovoltaic panel regardless of the position of the 
pole. 
 The battery unit is also installed on the pole to 
avoid damage or theft. The iLO system has charge level 
controller to avoid a complete discharge of the battery 
and to ensure the battery life and the maximum capacity. 
 iLO is produced in 4 power-output versions, 
12W to 44W, with luminous power up to 10676 lm. 
 The design of the autonomous iLO system al-
lows efficacy up to 242 lm / W, and provide high lumen 
output with great autonomy while maintaining the com-
pactness of the system. 
All versions have a autonomy of more than 20h without 
recharge. The choice of high power photovoltaic panels 
offer fast recharge leading to uninterrupted operation 
even under multi-day cloudiness.

Autonomus Solar LED Street 
Light

Dimensions

STREET LIGHTS
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50W

Programming options
• Presence sensor dimming 
• Dimming depending on time zone scenarios
• Dimming when battery has low energy level - 
extended working time

Solar / Grid function
• Optional configuration for auxiliary 220V input 
in case the battery reaches low level and thus 
maintaining function. 
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Polar Intensity diagram
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STREET LIGHTS

GAMMA-K

• Parks
• Roads
• Hotels
• Gardens

Applications

 Techlumen© LED luminaire GAMMA-K has 
an austere and modern design.
 
GAMMA-K is produced in versions of 1, 2, 3 or 4 
masts, in the same or different levels.
The LED modules are produced from 12W to 97W 
with maximum luminous flux of 16272 lm per mast.
 It is lightweight, made of aluminum and paint-
ed with electrostatic paint in any RAL color.
 The luminaires have high overvoltage pro-
tection up to 6KV or optional up to 20KV,  and lu-
men maintenance rating  L70B10> 70,000 operat-
ing hours.
 They has a wide range of optics to offer a so-
lution to various scenarios of urban lighting.
  GAMMA-K have 5 year warranty, 
with the option of extending to 8 years.

Urban LED 
Fixture

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH
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Dimensions - 1 mast Dimensions - 2 masts

STREET LIGHTS

Dimensions - 3/4 masts

<4.5m >4.5m

Polo profile
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Polar intensity diagram

T2 T2L T3 T3L T4 ME DW
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50W 50W
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STREET LIGHTS

50W 50W
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TESSA-B-3000

• Parks
• Roads
• Hotels
• Gardens

Applications

Techlumen  TESSA-B-3000 LED fixtures are ideal for 
outdoor.
They are made of die-cast powder-coated aluminium 
powder coating with a 10-year corrosion warranty. 
They are produced in 3m height or other under re-
quest.
Can be screwed to tile or concrete and embedded us-
ing an anchor (accessory)

LED Bollard

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

* Other heights under request
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Polar Intensity Diagram

50W

CCT

STREET LIGHTS
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GAMMA-900

• Parks
• Gardens
• Hotels

Applications

 Techlumen© LED luminaire GAMMA-900 has 
an austere and modern design.
 
GAMMA-900 is produced in versions from 12W to 
38W with maximum luminous flux of 6540 lm.
 It is lightweight, made of aluminum and paint-
ed with electrostatic paint in any RAL color.
 The luminaires optionally have overvoltage 
protection up to 20KV,  and lumen maintenance rat-
ing  L70B10> 70,000 operating hours.
 They has a wide range of optics to offer a so-
lution to various scenarios of urban lighting.
  GAMMA-900 have 5 year warranty, 
with the option of extending to 8 years.

Garden LED 
Light

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH
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LED BOLLARDS

Polar intensity diagram

T2 T2L T3 T3L T4 ME DW

SC FW O V W WW
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CUBE

• Parks
• Gardens
• Hotels

Applications

 Techlumen © CUBE series garden LED lights 
have clear design, aluminum frames follow the pro-
portions of the illuminated acrylic cube of the top.
 The power is 12W and efficiency reaches 146 
lm / W. 
CUBE is ideal for the garden and path lighting.
 The body is painted with electrostatic powder 
paint in any RAL color and has excellent durability.

They come with 5 year warranty.

Garden LED 
Light

Dimensions

CUBE-60 CUBE-90 CUBE-120

DALI 0-10V Em 3h BLUE 
TOOTH

GARDEN LIGHTS
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Polar Intensity Diagram

50W



419

LED BOLLARDS

VOLA

• Parks
• Gardens
• Hotels

Applications

 Techlumen© VOLA LED fixtures offer a dis-
crete indirect lighting. 

 They are lightweight made from aluminium 
and can be painted in any RAL colour with excellent 
durability.
 
VOLA are produced in 6W, 9W and 12W versions.
They are suitable for garden and path lighting.

Garden LED 
Light

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH
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Polar Intensity Diagram

50W
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LED BOLLARDS

OPUS

• Parks
• Gardens
• Hotels

Applications

 Techlumen© OPUS LED fixtures provide ef-
ficient pathway lighting. 

They are produced in varius power versions with lumi-
nus power up to 5767lm.
 They have a wide variety of optics.

 They are made from aluminium and can be 
painted in any RAL colour with excellent durability.

Garden LED 
Light

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH
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50W

Polar Intensity Diagram
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LED BOLLARDS

STOCK-90

• Parks
• Gardens
• Hotels

Applications

 Techlumen© STOCK-90 LED fixtures provide 
efficient exterior lighting. 

They are produced in varius power versions with lumi-
nus power up to 5381 lm.
 They have a 2 optics versions.

 They are made from aluminium and can be 
painted in any RAL colour with excellent durability.

Garden LED 
Light

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH
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Polar Intensity Diagram

Type A Type B

50W
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LED BOLLARDS

TESSA

• Parks
• Gardens
• Hotels

Applications

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

Techlumen© TESSA LED fixtures are ideal for outdoor.
They are made of die-cast powder-coated aluminium 
powder coating with a 10-year corrosion warranty. 
They are produced in 80 cm or 120cm height, with 
2-way or 4-way directional beams.
 
Can be screwed to tile or concrete and embedded us-
ing an anchor (accessory)
TESSA is produced with integrated LED chips, or op-
tionally with an LED lamp

LED Bollard

Polar Diagrams

TESSA-2 TESSA-4

2 way beam / anti diametrically  4 way beam / all around
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LED BOLLARDS

TESSA-B

• Parks
• Gardens
• Hotels

Applications

Dimensions

DALI 0-10V Em 3h
BLUE 

TOOTH

Techlumen© TESSA-B LED fixtures are ideal for out-
door.
They are made of die-cast powder-coated aluminium 
powder coating with a 10-year corrosion warranty. 
They are produced in 80 cm or 120cm height.
 
Can be screwed to tile or concrete and embedded us-
ing an anchor (accessory)

LED Bollard
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50W

Polar Intensity Diagram
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LED BOLLARDS

TRIXX

• Parks
• Gardens
• Hotels

Applications

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

 Techlumen TRIXX series LED bollard has an 
austere and modern design

They are produced in various power versions, and with 
2 height versions,  550mm and 800mm.

They are ideal for path and garden lighting.

TRIXX are IP66 and IK09 rated.

LED Bollard
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50W

Polar Intensity Diagram
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TERRA-T & TERRA-XS

• Parks
• Gardens
• Hotels

Applications

In-ground LED fixtures TERRA series  are made of 
stainless steel, anodized aluminum and high me-
chanical strength polycarbonate to be resistant to 
impact, pressure, engraving and corrosion. They 
have IP67 rating and excellent IK09 resistance. 

TERRA are produced in various length and perfor-
mance versions as well as in 6 light beam versions. 
They provide strong illumination with performance 
up to 185 lm / W and luminous flux up to 10450lm.

They have a maintenance factor of L70B10> 100000 
hours of operation.

TERRA-T series have warranty of 5 years.

Inground Linear LED

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH

IN-GROUND LIGHTS
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Polar Intensity Diagram

37.2W - 170cm 

120o 90o 60o 40o

asymmetricBatwing double asymmetric

Wallwashing

10o +80o
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IN-GROUND LIGHTS

Polar Intensity Diagram

16o 22o

29o 46o 48o

60o  BTW O Wallwashing

11o

36.0W - 70cm 36.0W - 70cm 
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IG series

IG series inground LED spots provide high quality energy 
efficient lighting.

 They are produced at diameter versions of 37mm to 
350mm with CCT range 2700Κ - 6500K.

IG are made of stainless steel, with IP68 rating and IK10 
rating

Inground LED 
SPOTS

Installation Sleeve

DALI 0-10V Em 3h BLUE 
TOOTH
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IN-GROUND LIGHTS

Dimensions IG-37 Dimensions IG-100 Dimensions IG-165

Dimensions IG-257 Dimensions IG-350Dimensions IG-257/pool
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• Parks
• Gardens
• Hotels

Applications

50W

50W
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IN-GROUND LIGHTS

50W

50W 50W

IG-257 pool

IG-257 pool RGBW
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Polar Intensity Diagram

12o 15o 21o 32o

39o 45o 51o 84o oval 60o+20o 

50W 50W
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IN-GROUND LIGHTS

IG-D1 & IG-D2

• Parks
• Gardens
• Hotels

Applications

IG-D inground LED spots provide high
quality energy efficient lighting.
They are produced at 3W - 12W versions with
CCT range 2700Κ - 6500K.
They are made of 316 stainless steel, with IP68
rating and IK10 rating
IG-D  have 5 year warranty.

Inground side beam LED
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50W

Polar Intensity Diagram

Dimensions
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50W

Polar Intensity Diagram

Dimensions

IN-GROUND LIGHTS
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GLIM series

Applications

 GLIM linear wallwashers are ideal for archi-
tectural lighting.
 They are IP67 rated and have excellent dura-
bility. They are made of anodized aluminum and are 
suitable for use in extreme adverse environments.
 They are lightweight with thin profile. They 
are produced in various versions of length and perfor-
mance and have 3 versions of light beam, 11o, 17o and 
22o.
 Their performance reaches up to 162 lm/W 
and have  luminous flux of up to 13600 lm.
 They are easily installed with a snap fit into 
their special support brackets.
 Optionally, they can be dimming and emer-
gency lighting for up to 3 hours.
 They have a lumen maintenance factor of 
L80B10> 80000 hours of operation.
 The GLIM series LED fixtures have a factory 
warranty of 5 years.

LED Wallwasher

• Offices
• Retail
• Supermarket
• Warehouses
• Factories

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH
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WALLWASHERS

Polar Intensity Diagram

36.0W - 70cm 36.0W - 70cm 

• CRI 90 upon request

16o 22o Wallwashing11o
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GLIM-2 series

Applications

 GLIM-2 linear wallwashers are ideal for archi-
tectural lighting.
 They are IP66 rated and have excellent dura-
bility. GLIM-2 are made of anodized aluminium and are 
suitable for use in highly adverse environments.
 They are lightweight with a thin profile. They 
are produced in various versions of length and perfor-
mance. 
 Their performance reaches up to 155 lm/W 
and have a luminous flux of up to 23400 lm.
 They are produced in CCT versions of 2000K 
to 5000K
 They are easily installed with a snap-fit into 
their special support brackets.
  The GLIM-2 series LED fixtures have a fac-
tory warranty of 5 years..

LED Wallwasher

• Offices
• Retail
• Supermarket
• Warehouses
• Factories

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH
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side view

Dimensions

GLIM-2-a

GLIM-2-b

Polar Intensity Diagram

5o 14o 28o

O

11o

31o 44o wallwashing

WALLWASHERS
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WALLWASHERS
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SPECTRA-2 series

SPECTRA-2 linear fixtures are ideal for architec-
tural lighting.
They are IP66 rated and have excellent durability. Op-
tionally they are made of anodized aluminium and are 
suitable for use in highly adverse environments.
They are lightweight with a thin profile. They are pro-
duced in various versions of length and performance 
and have a wide variety of versions of a light beam.
SPECTRA-2 are DALI, or CASAMBI wireless con-
trolled and can produce over 16 million hues of light
SPECTRA-2 LED fixtures are produced with a fac-
tory warranty of 5 years.

RGBW LINEAR 
Dimensions

DALI Em 3h CASAMBI
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Polar Intensity Diagram

5o

14o 28o

O

11o

31o 44o

wallwashing

WALLWASHERS
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DALI / bluetooth 4ch control  
White options: 2700K / 3000K / 4000K / 5000K

Dimensions

SPECTRA-2-a SPECTRA-2-b

side view
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WALLWASHERS

DOMoS Series

LED luminaire Techlumen DOMoS illuminates uniformly 
frames and openings on building facades.   
 It creates a very interesting optical effect, high-
lights the recesses and creates a sense of embossed 
during night observation.
 It is designed to only illuminate the frame in which 
is installed, thanks to the precision optics, and becomes 
an excellent tool for architectural lighting designer.
 It has high efficiency. Even the 3W version pro-
vides adequate lighting for frames 2.0m X 1,5m.
 It is produced in 3W, 6W and 9W versions, the 
CCT ranges from 2700K (warm white) to 6500K (cool 
white).
 They are IP66 rated.
DOMoS is made of alluminium and painted with electro-
static paint in any RAL color. 

LED Luminaire for
Architectural Lighting

Dimensions

DALI 0-10V Em 3h BLUE 
TOOTH
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Polar Intensity Diagram

Pros

• Low working temperature
• It produces little heat compared to other types of 
lighting
• Requires no maintenance
• Long life - 5 years warranty
• Easy installation
• High reliability
• Excellent performance with low power consump-
tion
• High brightness
• High color rendering up to 90 CRI
• Instant start - immediate termination
• It does not emit UV or IR radiation
• Does not contain mercury
• Resistance to shock and vibration

Applications

• Architectural lighting
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ARCHITECTURAL LIGHTING

DOMoS-2 Series

LED luminaire Techlumen DOMoS-2 illuminates uniform-
ly frames and openings on building facades.   
 It creates a very interesting optical effect, high-
lights the recesses and creates a sense of embossed 
during night observation.
 It is designed only to illuminate the frame in which 
is installed, thanks to the precision optics, and becomes 
an excellent tool for an architectural lighting designer.
 It has high efficiency. Even the 3W version pro-
vides adequate lighting for frames 2.0m X 1,5m.
 It is produced in 3W, 6W and 9W versions. The 
CCT ranges from 2700K (warm white) to 6500K (cool 
white).
 They are IP66-rated.
DOMoS-2 is made of aluminium and painted with electro-
static paint in any RAL colour. 

LED Luminaire for
Architectural Lighting

DALI 0-10V Em 3h BLUE 
TOOTH

Applications

• Architectural lighting
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6W

9W
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ARCHITECTURAL LIGHTING
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Dimensions

on/off DALI

Polar Intensity Diagram

Antiglare shield



457

V-HORTI series

 V-HORTI use Nichia’s Hortisolis technol-
ogy.

They produce light of a special spectrum that fa-
vours plant growth and increases production.

At the same time, the emitted light is white,
does not tire the worker and makes it easier to 
distinguish the degree of plant development.

They have a high IP66 waterproof rating and ex-
cellent durability. They are made of anodized alu-
minium, so they are suitable for use in adverse 
environments.

LED GROW LIGHT

Dimensions

DALI Em 3h CASAMBI

HORTICULTURE LIGHTING
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Observation of cherry-tomatoes
under blue and red LED light

Difficult observation of the stage of
development and maturation

Observation of cherry-tomatoes under V-HORTI lighting
easy observation of growth and ripening stage
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V-HORTI LEDs are designed, in addition to the red and blue spectrum, to produce 
infrared red and green.
The purpose of adding infrared light is to induce the shade avoidance response in 
plants. Plants monitor the ratio of red light to infrared light (R/FR). Infrared light is 
not absorbed by chlorophyll. Shaded parts of the plant recognize the higher FR to R 
ratio and respond by extending their stems to gain access to light. This behaviour is 
called the shade avoidance response.
This way, infrared light stimulates plant growth by inducing the shade avoidance 
response.

The purpose of adding green light is to create almost white light by combining it with 
blue and red, to improve working conditions and facilitate the observation of the de-
gree of growth of plants and fruits.

HORTICULTURE LIGHTING
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wide - intracanopy

Polar Intensity Diagram

120o 90o 60o 40o

asymmetricBatwing double asymmetric
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HORTILUX series

 HORTILUX LED Grow lights produce light 
spectrums that favors plant growth and increases 
production.
They are adjustable, wired or wireless with a tab-
let, and produce different spectrums of light, suit-
able for each phase of cultivation or type of plant.

It can also be set to emit white light that does not 
tire the worker and makes it easier to distinguish 
the degree of plant growth.

They have a high IP66 waterproof rating and ex-
cellent durability. They are made of anodized alu-
minium, so they are suitable for use in adverse 
environments.

LED GROW LIGHT

DALI Em 3h CASAMBI

HORTICULTURE LIGHTING

Dimensions
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Hortilux are entirely adjustable.

The selection is easy:

1. Of the appropriate spectrum, either the predetermined ones, or new ones based on the agronomist’s 
instructions
2. The intensity of the light
3. Starting and ending time
4. The time planning of the operation period, either based on absolute time or based on sunset
5. The switching programming of predetermined spectrums.

All this can be done easily, wirelessly, via tablet or mobile phone, without the need for additional wiring and 
control devices.
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Spectrum 1:  
B:  40%
R:  40%
FR:  20%

Spectrum 2:  
B:  65%
R:  15%
FR:  10%

Spectrum 3:  
B:  15%
R: 65%
FR:  20%

Spectrum 4:  
B:  30%
R:  70%

Spectrum 5:  
B:  100%

Spectrum 6:  
FR:  100%  (end of day treatment)

Spectrum 7:  
B:  45%
R:  55%

Spectrum 8:  
HORTILUX spectrum when all LEDs are on 
to maximum power

Spectrum 9:  
The spectrum of HORTILUX when only the Hortiso-
lis LEDs work,
The light produced is white and allows the plant 
growth to be easily distinguished.

HORTICULTURE LIGHTING
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SteriLumen Mini is an air sterilization device that 
uses advanced UVC technology to neutralize the  
bacterial and viral charge of the air in indoor areas. 

The powerful UVC radiation is completely isolated 
inside the device ensuring the safety of people near-
by and therefore safely allows human presence in 
the room.

Its innovative design provides fast and effective 
sterilization of any space. It’s small dimensions and 
noiseless function allow is’s continuous usage in of-
fices, classrooms and meeting areas. 
 

Air Sterilizer

STERILUMEN MINI

ΠλεονεκτήματαUVC

AIR STERILIZERS
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Safe Operation

No UVC radiation spill outside 
the device.
Auto switch off, when opened 
for service.

Easy Maintance

Easy access to lamps and elec-
tronics. Cartige form.

Rare service requirments

9000h lamp service life
Yearly replacement of carbon filter.

Noiseless Function

Low noise  < 39dB(A).

High efficiency

Sterilization in 1st pass.

Small Dimensions

Small in dimensions, low in 
weight.
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Dimensions Black Edition

Room size 50 m2

Room Volume 125 m3

Sterilization 
Time 
(UT-36/ UT-72)

2 h / 1.5 h

Room size 80 m2

Room Volume 200 m3

Sterilization 
Time 
(UT-36/ UT-72)

4.5 h / 3 h

Room size 100 m2

Room Volume 250 m3

Sterilization 
Time 
(UT-36/ UT-72)

5.5 h / 4 h

Room size 6 m2

Room Volume 15 m3

Sterilization 
Time 
(UT-36/ UT-72)

20 min / 14 min

Room size 12 m2

Room Volume 30 m3

Sterilization 
Time 
(UT-36/ UT-72)

40 min / 28 min

Room size 20 m2

Room Volume 50 m3

Sterilization 
Time 
(UT-36/ UT-72)

66 min / 45 min

Room size 30 m2

Room Volume 75 m3

Sterilization 
Time 
(UT-36/ UT-72)

100 min / 70 min

Room size 40 m2

Room Volume 100 m3

Sterilization 
Time 
(UT-36/ UT-72)

1.5h /  70 min

Sterilization Time

AIR STERILIZERS
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WHERE DOES IT FIT?

Sterilumen Mini can be used effectively in spaces of  up to 100m2 
It can provide a safe enviroment in:

• Offices
• Schools
• Restaurants
• Hotels

• Elevators
• Doctor offices
• Houses
• Stores
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UT-225 is an efficient device for reducing the bacteri-
al and viral charge of the air in closed environments.

It’s innovative design provides fast sterilization.  The 
powerful UVC radiation is totally isolated inside the 
device ensuring the safety of nearby persons and 
allows human presence in the room.
 
 

Air Sterilizer

STERILUMEN UT-225

UVC

AIR STERILIZERS
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Dimensions

Safe operation

No spill of UVC radiation
outside the device.
Auto switch off during 
maintenance. 
No ozone release.

Easy Maintenance

Easy access to lamps and 
electronics.
LED indicators for lamp 
status.

Minimal maintenance

10000h lamp lifetime
5y fan warranty.

Quiet Operation

Low noise below in low 
speed 44dB(A).

Efficiency

One pass sterilization.

Quality

Medical grade stainless 
steel.
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Laboratory tested

AIR STERILIZERS
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Room Size 10m x 10m x 3m

Sterilization 
time
(1st speed)

6h

Sterilization 
time
(2nd speed)

3.7h

Sterilization 
time
(3rd speed)

2h

Sterilization 
time
(4th speed)

1.2h

Sterilization 
time
(5th speed)

1h

Room size 8m x 8m x 3m

Sterilization 
time
(1st speed)

4h

Sterilization 
time
(2nd speed)

2.4h

Sterilization 
time
(3rd speed)

1.2h

Sterilization 
time
(4th speed)

50min

Sterilization 
time
(5th speed)

40min

Room size 5m x 5m x 2.6m

Sterilization 
time
(1st speed)

1.4h

Sterilization 
time
(2nd speed)

50min

Sterilization 
time
(3rd speed)

30min

Sterilization 
time
(4th speed)

15min

Sterilization 
time
(5th speed)

10min

Customizable
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ALS series

• Blue light spectrum (425-490 nm)
• Attracts fish and shrimps effectively
• Long life
• Low energy consumption 
• High luminosity
• Instant on - Instant off
• No UV or IR
• No Mercury
• Durable

Advantages

 Fishing LED light attractor Als series is a valu-
able tool for fishing vessels. 
 It offers powerful light, with low energy require-
ment. This reduces the need to use large batteries and 
the requirement of frequent charging. 
 The light emitted is in the blue spectrum (425-
490 nm) which is similar to the fish’s and shrimp’s color 
receptor and attracts them effectively. 
 The installation is easy, it is equiped with ad-
justable brackets which facilitate fastening to the base. 
Compared to conventional incandescent lamps used 
on fishing vessels, Als provides powerful light, in ap-
propriate light spectrum, with only 1/20 of the energy 
consumption. 
 Als is produced in versions of 60W and 8278 
lumens to 180W and 27972lm.

FISHING LED
LIGHT ATTRACTOR

Dimensions

FISHING LED LIGHTS
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50W

 

50W
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FLM-93

• Blue light spectrum (425-490 nm)
• Attracts fish and shrimps effectively
• Long life
• Low energy consumption 
• High luminosity
• Instant on - Instant off
• No UV or IR
• No Mercury
• Durable

Advantages

Fishing LED projector FLM-93 is a valuable tool for 
fishing vessels.
It offers powerful light, equal to 13200lm, with low en-
ergy requirement of 93W. This reduces the need to use 
large batteries and the requirement of frequent charg-
ing. 
The light emitted is in the blue spectrum (425-490 nm) 
which is similar to the fish’s and shrimp’s color receptor 
and attracts them effectively. 
The special lenses minimize the loss of light and in-
crease FLM-93’s effectiveness. Compared to conven-
tional incandescent lamps used on fishing vessels, 
FLM-93 provides powerful light, in appropriate light 
spectrum, with only 1/20 of the energy consumption.

FISHING LED
LIGHT ATTRACTOR

Dimensions

FISHING LED LIGHTS
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ERYO

• Attracts fish and shrimps effectively
• Long life
• Low energy consumption 
• High luminosity
• Instant on - Instant off
• No UV or IR
• No Mercury
• Durable

Advantages

The submersible  TECHLUMEN ERYO fishing lamp is 
a particularly useful tool for the professional fisherman.
Its robust construction allows it to be immersed in 
depths of up to 100m.
It is available in 3 color versions.
Optionally ERYO has flash operation.

Flash mode is applied to push the fish back into the 
nets.
Blue light is used to attract deep-sea fish.
The green light resembles phytoplankton and attracts 
fish to the luminaire.
White light attracts the fish to the sea surface.

SUBMERSIBLE FISHING LED
LIGHT ATTRACTOR

Dimensions
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AFOI TSIOLAKI OE
Industrial Zone of Thessaloniki
Zone A
Block 20
Τ: +302310 798 335 
F: +302310 799 868

e-mail: info@techlumen.gr
www.techlumen.gr

TECHLUMEN MIDDLE EAST
Damac Tower 19th Floor
Dubai
UAE 

Τ: +971 55 966 7995 

e-mail: yannis@techlumen.me


